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CH2MHILL

PROJECT NUMBER:

342475.A1.01.T1

BORING NUMBER:

1-90 BP-1

SHEET 1 OF 2

ROCK CORE LOG

PROJECT : Milltown Bridge Infrasture Mitigation

LOCATION : I-90 eastbound (986498.6 N, 872450.1 E)

ELEVATION : 3238.233

DRILLING CONTRACTOR : Crux Subsurface (Mike Starling)

DRILLING METHOD AND EQUIPMENT : Burley 4500 Componentized, Core/HWT Casing Advancer

WATER LEVELS : (submerged) START : 4/28/2006 END : 4/28/2006 LOGGER : J. Butler, P.E.
" . DISCONTINUITIES LITHOLOGY COMMENTS
R [0}
g o<
g2 | 2%z | _ |8 il 3 ROCK TYPE, COLOR, SIZE AND DEPTH OF CASING,
af | 2ru | £158 g AENERAICE, L, FLUID LOSS, CORING RATE AND
T gk | = |ee DEPTH, TYPE, ORIENTATION, ROUGHNESS, I WEATHERING, HARDNESS, graliaitu,
b z8a | § gm PLANARITY, INFILLING MATERIAL AND S AND ROCK MASS DROPSSMOO' 'TE“ESSST g, "Ts"G o
ua Quu « |EWl  THICKNESS, SURFACE STAINING, AND TIGHTNESS S CHARACTERISTICS . B
0.1 2 | Few gravels overlaying seal. Driller notes very Tittie very
| Contact at 0.1 ft with CONCRETE, soft sediment on top of seal.
0 Mechanical break. | gray, medium strong (R3), slightly
Core Run weathered, surface of seal is Depth to mudline below
#1-HQ horizontal. slipbox =29.0 ft.
Length5f | 92 | O I Slipbox to pool =4.2 ft.
Recovery : 3 Pool to mudline = 24.8 ft.
o echanical K.
% T Tamaan o - Today's pool = 32595 ft
5 2 4.2 ft, fracture, 5°, rough, undulating, no -
—451 infilling, 1 to 2 mm, tight. — =
5 N ¢ [ Continued CONCRETE, gray, slightly
| weathered, medium strong (R3),
aggregate predominantly rounded
Core Run . | gravel up to 2 inches in diameter.
#2-HQ
Length5f | 94 | O i
Recovery -
98% 1 L.
1 | Mechanical break. i
10_l10.1 . - ]
St End Box 1at 10.1 .
Start Box 2.
| Some 1/2-inch pieces of argillite Took photos of HQ-3 in
Core Run bonded into bottom of concrete at splits.
#3-HQ [ contact. Driller notes hole blocked off
Length 51t | 17 Contact at 10.95 ft with ARGILLITE, temporarily at 11.0 ft,
Re;’g;f‘" purple-gray, moderately to highly fetraded drill stem ~6
- weathered, fractures into gravel-sized inches, then advanced past
pieces with subangular faces, RQD = zone to end of run.
15 - 0in ARGILLITE. .
__115.1 — Above 14.7 ft very weak to weak 11.0to 125 ftis presumed —
- (R1-R2), color change to green-gray zone of low recovery?
Rock mass heavily fractured throughout. : ?Slzo)w H7 R shohtty better qually Good fluid return.
Core Run L Continued ARGILLITE, zones of 10:19
Ls#nzm ft|] O |- purple-gray and green-gray, very 11:12
Recove: | thinly laminated, highly weathered, ] o
46% | extremely weak to very weak (RO-R1). Drilier notes run continuing
No recovery from 17.5 ft. to 20.0 ft. | to back off periodically but
- R "feels” consistently like rock.
20_120.1 - =
| Rock mass much less weathered 11:34
| below 19.5 or 20.0 ft, slightly better 11:38
| quality and hardness (R1-R2).
Core Run Fractures typically 10 to 35°, smooth, i Good fluid retum (pink-gray)
| #5Ha undulating to stepped, little or no infilling (<1 B
e 10 mm), tight to loose, numerous healed fractures.
o 22.7 to 23.0 ft, very weak and i
rubbelizedAveathered zone. i
25_ |5 1 -
| Continued ARGILLITE, purple-gray, EndBox2at24.4 ft.
| moderately weathered, rock quality Start Box 3.
continues to improve, medium strong 11:54
Core Run | (R3), fractured into 2 to 4-inch pieces, 11:57
#6-HQ zones of green-gray rock are better
7| Length5ft | O ™ quality.
Recovery =
100% i
30 ] i
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PROJECT NUMBER:

342475.A1.01.T1

BORING NUMBER:

1-90 BP-1

SHEET 2 OF 2

ROCK CORE LOG

PROJECT : Militown Bridge Infrasture Mitigation

LOCATION : I-90 eastbound (986498.6 N, 872450.1 E)

DRILLING CONTRACTOR : Crux Subsurface (Mike Starling)

ELEVATION : 3238.233

DRILLING METHOD AND EQUIPMENT : Burley 4500 Com|

ntized, Core/HWT Casing Advancer

WATER LEVELS : (submerged) START : 4/28/2006 END : 4/28/2006 LOGGER . J. Butler, P.E.
5 re DISCONTINUITIES LITHOLOGY COMMENTS
£ ©
o o<
22| 2%z | _ |8 i i 3 ROCKTXPE, COPOR, SIZE AND DEPTH OF CASING
Buw | 53 | #|25 o MINERALOGY, TEXTURE, FLUID LOSS, CORING RATE AND
< xE> o~ r—E DEPTH, TYPE, ORIENTATION, ROUGHNESS, T WEATHERING, HARDNESS, <
Ex | Be3 | 2]e PLANARITY, INFILLING MATERIAL AND - ROCK MASS SMOOTHNESS, CAVING ROD
GE | &z2 | o |25 : & rier DROPS, TEST RESULTS, ETC
w> Qui | 7 |2W] THICKNESS, SURFACE STAINING, AND TIGHTNESS | & CHARACTERISTICS : ki
i SUAT 4 L Continued ARGILLITE, purple-gray, Continued good fluid return.
4 corer . ) | very thinly bedded to laminated, ]
4 “¥rna Fractures typically spaces every 2to4 inches, | | slightly weathered, medium strong E
| Length351| 11 with many healed and quartzite-filled fractures | (R3). i
Recovery throughout rock mass.
1 9% 1 - ]
— - = -
433.6 - <
_| CoreRun 33.5 to 33.6 ft, fracture, 10°, rough, undulating, | Blocked off at 33.6 ft. ]
i M clay infilling 5 mm, open. 11 End Box 3 at 336 ft. i
35__|3%Recove Fractures typically 35 to 45°, smooth to ] kS Start Box 4. |
_107% slickened sided in small areas, undulatingto | | [ ]
Core Run stepped, some clayey surface staining, <1 mm, 35.4 to 36.5 ftis highly
| P tight. ™ fractured/rubbelized zone, darker T
1 Recovery 1 [ puplegray. 1
100%
—37.7 . B -
Core Run E - Recovered mainly gravel-sized pieces Blocked off at 37.7 ft. -
<4 #10-HQ E - of core, purple-gray ARGILLITE. .
- Length24ft| O 2 = No recovery from 38.7 feet ]
| Recovery 4 2 to 40.0 ft. 4
40_40.14%% d L _
i il | Upper 0.7 ft is gravel-size pieces at 13:14 _
1 CoreRun i | core (likely from HQ-10). Core fell out of inner tube- .
] #nHa Fractures 10 to 20°, offset dipping, rough to A | pushed back over, butonly |
L;"g“" 3f |17 smooth, undulating, <1 mm clayey infilling, recovered 1 ft. (HQ-10).
E ecovery . - o
1 “100% tight. | i i
43.1 1 L S LE. i
| CoreRun | | Driller intentionally stopped |
#12-HQ runat43.1ft
7] Length2ft | O 7] ™ 13:38 I
-1 Recovery = - —
45__145.1100% - = 1
A . | Continued ARGILLITE, purple-gray Continued good fluid retum.  _|]
. | with streaks of green-gray, thinly B
| Fractures typically 10 to 30°, rough, undulating | | bedded to laminated, slightly i
1 coreRun to stepped, trace clayey infilling (<1 mm), tight. | weathered with zones of moderate A
#13-HQ weathering, medium strong (R3).
| LengthSft | O T B T
-1 Recovery = B —
. 100% . = .
50_]50.1 1 L _
= -] 2 Backfilled hole with ]
] _ L bentonite chips. ]
| B | Borehole stayed open to E
B 1 L bottom after removal of all
drill rods.

55 |

60
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PROJECT NUMBER:

342475.A1.01.T1

BORING NUMBER:

1-90 BP-2

SHEET 1 OF 2

ROCK CORE LOG

PROJECT : Milltown Bridge Infrasture Mitigation

LOCATION : (986523.6 N, 872543.5 E)

ELEVATION : 3238.633

DRILLING CONTRACTOR : Crux Subsurface (Mike Starling)

DRILLING METHOD AND EQUIPMENT : Burley 4500 Componentized, Core/HWT Casing Advancer

WATER LEVELS : — START : 4/18/2006 END : 4/18/2006 LOGGER : J. Butler, P.E.
= = DISCONTINUITIES LITHOLOGY COMMENTS
= o Q
a€ | z%x 8, ciieal 3 il s SIZE AND DEPTH OF CASING
o8 | 2rid | £158 o MINERALOGY, TEXTURE, FLUID LOSS, CORING RATE AND
< ot 8 o 1E E DEPTH, TYPE, ORIENTATION, ROUGHNESS, E WEATHERING, HARDNESS, SMOOTHNESS CAVING ROD
Ee | z20 | g gm PLANARITY, INFILLING MATERIAL AND g AND ROCK MASS DROPS. TEST RESULTS, ETC
W> | QU | g |2W] THICKNESS, SURFACE STAINING, AND TIGHTNESS | & A ,ETC.
0.0 | Driller notes very soft from 0
R to 3 ft (casing fell as core
1 B barrel was drilled down).
] tengnan | © i i
T Racoveny | Intop of HQ-2, recovered a handful at ]
3.0 | rounded 1-inch gravels and a piece of i
| Core Run 2 L steel bar. J
i iy g | Contact at 3.5 ft with bridge seal 13:34 ]
1 e o | Mechanical break at 4.0 ft. | (concrete), gray, slightly to Harder at4 ft. 7
5__ |50 90% ] | non-weathered, medium strong (R3). ]
. 1 Mechanical break at 5.2 ft. L 13:46 4
- 0 = 13:51 -
A C;’?'_%‘" Depth to mudiine below i
- Length5ft | 96 0 = slipbox = 291t -
4 Recovery | Slipbox to pool = 4.4 ft. |
e 1 | Mechanical break at 8.2 ft. $£ tf; "Nd'ﬁo'r'“e =246f
1] B elevation. i
i 0 L Good fluid retum, gray. |
10__|10.0 1 L ]
L 1 | Continued CONCRETE (seal for 14:05 i
i | footing), gray, R3, aggregate layers 14:10 g
0 B from sand to coarse gravel size,
Core Run rounded. b
1 #4-Ha . - 4
- LengthSft | 78 | 1 Mechanical break at 12.2 ft. - e
4 Recovery ' 15 x
1 100% 1 [ i
A | Contact at 13.9 ft, gravel alluvium. End Box 1at 129 ft. |
. Start Box 2.
15_|15.0 B [ Contact at 14.3 ft with rock, Driller notes softer at 14.5ft. |
ARGILLITE, R1-R2, purple —]
Fractures, 10 to 25°, smooth, undulating, some Conti ? uRKDE; 14:24
= = infilli I 1 = - tinued ARGILLITE, purple-gray, 14:28 1
— g, oose — ~ finely bedded, moderately weathered —
_ Fractures typically 5 to 15°, smooth, undulating | | weskto medlbm strong (R2-R3), ® A
Core Run to stepped, some small amount at clay infilling, massive. g
#5-HQ loose to tight. B > .
- LengthStt 11 - I N
< Rewsz.;f” Most are 1 mm to 3 mm in size, 4 cm to 6 cm - Slightly better rock below 17.8 ft, Good circulation retum, red-
= spaced apart. - fractured with 2 to 5-inch sized pieces. brown. o
20_|200 o A i
| _ | Continued ARGILLITE, purple-gray to J
i | brown-gray, moderately to heavily |
Several healed fractures. | weathered, weak (R2) - poorer zone of
Core Run 3 rock this run. T
1 #sHa ¥ gl
=1 L'gngth st} O - - =
- ecovery = -
100% N Fractures typically 10 to 20°, rough to smooth, | Very poor estimated stake durability. End Box 2 at 23.7 ft. |
] undulating to stepped, trace clay infilling in i Start Box 3.
some zones, loose to tight. i T
25 |250 = DA _
i N | Better quality rock below 24.5 ft, still 15:07 j
i | predominantly medium strong (R3), 15:09 i
N Healed fractures, some open 1 mm. | with some weaker broken/fractured ]
Core Run 26 4 ft, joint, 5°, rough, undulating, infilled with | zones (like at 26.4 ftand 29.0 ).
1. ‘”'2% % | an broken and weathered rock (gravel) and clay, 3 ]
] sggovery ® open 4 cm spacing. 1 i
4 9% . 28.1 ft, fracture, 20°, rough, stepped, no |
infilling, tight (<1 mm). [ :
30 ] : - J
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PROJECT NUMBER:
342475.A1.01.T1

BORING NUMBER:

1-90 BP-2

SHEET 2 OF 2

ROCK CORE LOG

PROJECT : Milltown Bridge Infrasture Mitigation

LOCATION : (986523.6 N, 872543.5 E)

ELEVATION : 3238.633

DRILLING CONTRACTOR : Crux Subsurface (Mike Starling)

DRILLING METHOD AND EQUIPMENT : Burley 4500 Componentized, Core/HWT Casing Advancer

WATER LEVELS : — START : 4/18/2006 END : 4/18/2006 LOGGER: J. Butler, P.E.
2 . DISCONTINUITIES LITHOLOGY COMMENTS
R [0}
Sg 2T ® DESCRIPTION g v
oc | 2% |5 I s 0 e o CASHG
z2 | 2E2 | £ |29 DEPTH, TYPE, ORIENTATION, ROUGHNESS I WEATHERING, HARDNESS ETHIDEOES, CORNORATE AN
[=m weo a o b ? Qo : SMOOTHNESS, CAVING ROD
4 X>0 P ém PLANARITY, INFILLING MATERIAL AND é AND ROCK MASS DROPS, TEST RESULTS, ETC.
W> | Sy | 2 |=W| THICKNESS, SURFACE STAINING, AND TIGHTNESS | & CHARACTERISTICS 5 s
0.0/ j Broken gravelly zone. A
] | Fractures 31 t0 34 f, curved, steeplyinclined R
| CoreRun (70 to 90°), rough, straight to undulating, tight |
i Jé‘;&‘% alzal . (typically 0 to 2 mm). ] Continued ARGILLITE, purple-grayto | Good fluid retumn, red-
purple with green streaks, moderately brown.
4 R ¥ —
100% weathered, medium strong (R3),
3 j [~ massive.
! - 34.1 to 34.6 ft, heavily fractured, weathered i |
35_135.0 zone. ] | n
i i | 15:44
] 1IN 15:46
l (—— _ Primary fractures spaced 4 to 9 cm, with |
1 T#eHa multiple minor fractures between those at 1 to
Length45f| 8 [ | 2cmspacing. T/ Continued ARGILLITE, moderately to
B R highly weathered in zones, finely
N _ Fractures typically 10 to 30° with a few steeper | bedded, not necessarily fractured
R (up to 70°), rough, undulating to stepped, little along bedding planes.
395 or no infilling, tight (2 mm). A 3 16:02 backed off
40_| ) 1 16:04 ]
Core Run
#10-HQ > B N\\‘E
] Lm " Discontinuities spaced 4 to 10 cm typical, A
1 m% 5 fractures are typically 1 mm or less (tight), litle | 3
425 or no infilling, rough, undulating to stepped. A i
1 SaEe ] Highly weathered zone fom 43to 45 | 16:26
Length25ft] 0 | ~ ] ft, very fractured and weathered, can
| Recovery i | be crumbled to 1" minus by hand.
45_las.0°%* il _
] Fractures, 30 to 60°, rough, stepped, some : : Continued ARGILLITE, purple-gray
Core Run = clay infilling, tight. ] [ with streaks of orange, green zones,
#12-HQ G | highly weathered and fractures,
g §osieid Rod i 1 [ atthough stillintact.
1 e% Multitude healed fractures, manyinthisrun | [
R filled with quartzite, very fine, typically 1 mmor | i
] less quartzite veins, some 3 to 4 mm. 1L
50_}50.0 ) 16:47
E E | Entire borehole remained
y B open. Backfilled with
T ] _ bentonite chips.
o 4
J 4 L
55_] 4 L ]
60 ] 1T
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PROJECT NUMBER:

346017.05.08

BORING NUMBER:

I-SW-1

SHEET 1 OF 3

SOIL BORING LOG

PROJECT : Militown 1-90 Inclinometers, 1-90 bridges - west bank

LOCATION : Bent 2, 1-90 EB bridge

ELEVATION : ~ 3264.5

DRILLING CONTRACTOR : Ruen Drilling, Inc./Clark Fork, ID

DRILLING METHOD AND EQUIPMENT : CME 850 track-mount, HWT Casing Advancer/HQ-3 Rock Coring with Wireline

START : 10/25/2006

END : 11/1

/2006 LOGGER : G. Fischer

SOIL DESCRIPTION

COMMENTS

SOIL NAME, USCS GROUP SYMBOL, COLOR,
MOISTURE CONTENT, RELATIVE DENSITY OR
CONSISTENCY, SOIL STRUCTURE, MINERALOGY

DEPTH OF CASING, DRILLING RATE,
DRILLING FLUID LOSS, TESTS, AND
INSTRUMENTATION

WATER LEVELS : —
IDEPTH BELOW GROUND SURFACE (ft STANDARD
PENETRATION
TR TEST RESULTS|
RECOVERY (ft)
#TYPE 6"-6"-6"-6"
N
-
5_]
] 6.0
i o5 | 1ss | 167318
7.5
10_] 10,0
i 06 [2ss | 1376
11.5
i 12.5
i 05 |3ss | 1029
14.0
15 i 15.0
: 03 |4ss | ®537
] 17.0
1 180
] 06 | sss | 028
195
20_| 200
¥ os [ess | 33
21.5
25 |

" POORLY-GRADED GRAVEL (GP). Similar to

POORLY-GRADED SAND with GRAVEL (SP).

Brown to red-brown sand with light gray gravel, moist, 7

dense, fine-grained sand, 15 to 25 percent
sub-rounded to angular gravel up to 0.5 inch,
10 percent nonplastic silt - (EMBANKMENT FILL).

POORLY-GRADED GRAVEL with SILT and SAND |

(GP-GM). Light to dark gray, moist, medium dense,
sub-rounded to sub-angular gravel up to 1 inch, 15 to
25 percent coarse-grained sand, 10 percent
nonplastic silt - (EMBANKMENT FILL).

POORLY-GRADED GRAVEL (GP). Light purple
and light green, dry, medium dense, sub-rounded
gravel up to 1 inch - (EMBANKMENT FILL).

3-SS, with 1.5 inch sub-angular gravel in shoe -
(EMBANKMENT FILL).

POORLY-GRADED SAND (SP). Gray with

occasional red-brown grains, wet, medium-dense,
fine- to medium-grained sand, less than 5 percent
nonplastic silt, organic material (woody debris) in shoe
- (SEDIMENT LAYER).

POORLY-GRADED SAND (SP).Gray, wet, loose,
fine- to medium-grained sand, less than 5 percent
nonplastic silt, scattered organic material (woody
debris) - (SEDIMENT LAYER).

1

Mud-rotary drilling with HWT casing advancer
and tri-cone bit.

140-Ib hydraulic trip hammer falling 30 inches.
HWT casing 4-inch ID, 4.5-inch OD.

Borehole started with CME 45 skid-mount drill rig
- slow, difficult drilling through cobbly
embankment fill material - switched to CME 850
track-mount drill rig at 6 feet bgs on 10/28/06
HWT casing advanced to refusal at 32 feet bgs -
switched to HQ-3 coring on 10/30/06.

SS = Split-spoon sampler.

PP = Pocket Penetrometer.

TSF = tons per square foot.

bgs = below ground surface.

| 3-SS: 3-inch OD sampler

| 4-sS: Sampler driven 2.0 feet.

Driller notes possibility of driving into soft silt at
approximately 17 feet bgs.

17.0 feet: Estimated contact with SEDIMENT
LAYER.




O CH2MHILL

PROJECT NUMBER:
346017.05.08

BORING NUMBER:
1-SW-1 SHEET 2 OF 3

SOIL BORING LOG

PROJECT : Militown 1-90 Inclinometers, I-90 bridges - west bank

LOCATION : Bent 2, 1-90 EB bridge

ELEVATION : ~3264.5

DRILLING CONTRACTOR : Ruen Drilling, Inc./Clark Fork, ID

DRILLING METHOD AND EQUIPMENT : CME 850 track-mount, HWT Casing Advancer/HQ-3 Rock Coring with Wireline

WATER LEVELS : —- START : 10/25/2006 END : 11/1/2006 LOGGER : G. Fischer
IDEPTH BELOW GROUND SURFACE ("]  <1aNDARD SOIL DESCRIPTION COMMENTS
PENETRATION ~
RTERY ALY TEST RESULTS|
RECOVERY (f) SOIL NAME, USCS GROUP SYMBOL, COLOR, DEPTH OF CASING, DRILLING RATE,
MOISTURE CONTENT, RELATIVE DENSITY OR DRILLING FLUID LOSS, TESTS, AND
#TYPE 6"-6"-6"-6" CONSISTENCY, SOIL STRUCTURE, MINERALOGY INSTRUMENTATION
(N)

25.0 LEAN CLAY (CL). Dark gray, moist, soft,
7] 12 | 7-ss 222 medium-plastic, slow dilatency reaction. T
- ’ 4 Layer of SILTY SAND (SM) 0.6 to 0.7 feet from top of

26.5 sample, loose, fine-grained - (SEDIMENT LAYER). |
T | Driller notes gravels at 27 to 28 feet.
7 7] 27.0 feet: Estimated contact with ALLUVIUM
- - LAYER.

30 } 30.0 _
NO RECOVERY 8-SS: 3-inch OD sampler.

] 00 | gss [40-76-50/3" 1 Driller thinks sampler was sitting on large cobble
= i (126/97) - based on hard driving and rock fragments

31.5 | recovered in shoe.

32.0 Switch to HQ-3 coring - refer to Sheet 3/3.

35_|

40_ |

45_ |

50

Begin Rock Coring at 32.0 ft below ground surface
See sheet 3 of 3 for rock core log
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CH2MHILL

PROJECT NUMBER:

346017.05.08

BORING NUMBER:

I-SW-1

SHEET 3 OF 3

ROCK CORE LOG

PROJECT : Militown 1-90 Inclinometers, 1-90 bridges - west bank

LOCATION : Bent 2, 1-90 EB bridge

ELEVATION : ~3264.5

DRILLING CONTRACTOR : Ruen Drilling, Inc./Clark Fork ID

DRILLING METHOD AND EQUIPMENT : CME 850 track-mount, HWT Casing Advancer/HQ-3 Rock Coring with Wireline

WATER LEVELS : - START : 10/25/2006 END : 11/1/2006 LOGGER : G. Fischer
e . DISCONTINUITIES LITHOLOGY COMMENTS
9 1}
o o= o
g | z9% | . |8 DECREOon = ROCK TYPE, COLOR, SIZE AND DEPTH OF CASING,
o8 | 2ru | £158 0 MINERAL DG, TEXIURE, FLUID LOSS, CORING RATE AND
< 5 = 8 = |=Q DEPTH, TYPE, ORIENTATION, ROUGHNESS, = WEATHERING, HARDNESS, SMOOTHNESS. CAVING ROD
b 226 | § |2 PLANARITY, INFILLING MATERIAL AND < AND ROCK MASS DROPS. TEST RESULTS, ETC
W2 | guw | g |zu] THICKNESS, SURFACE STAINING, AND TIGHTNESS | & CHARACTERISTICS ' s
o = ]
4 L 4
30_| ; B |
32.0 1-HQ Continued ALLUVIUM - Monday, 10/30
330 1;52/ 0 | NA g [~ POORLY-GRADED GRAVEL with 08:10 - Start 1-HQ. 7
—~120%, y e - SAND and COBBLES (GP). Gray :
2-HQ: NO RECOVERY ] | with multi-colored gravels, wet, 70 gg.?:e; 1-HQ blocked off at
2-HQ | | percent rounded gravels up to 2-inch, | ho 15" "oy 2:HQ !
25f| 0 20 percent cobbles greater than . ;
0% 1 [ 4-inch, 10 percent coarse-grained 08:49 - 2-HQ blocked offat
35_| . | sand. 35.5 feet.
35.5 08:54 - Start 3-HQ.
T | Continued ALLUVIUM - core ballel mislatched -
T ~ POORLY-GRADED GRAVEL with trip out core barrel. T
NA - - SAND and COBBLES (GP). 10:58 - Start 4-HQ. =
o L Predominantly rounded quartzite 11:08 - Stop 4-HQ. E
A | gravels and cobbles greater than 11:16 - Start 5-HQ. i
3-HQ 4-inch with 10 to 20 percent
5ft | 0 1 [ coarse-grained sand. =
50% i | 4
17T 11:34 - Stop 5-HQ. i
40 1 ™ 11:45 to 12:45 - borehole
— —] = reamed with HQ-size —]
40.5 A | casing advancer to 48.5 |
NA 41.0 feet: Contact with weathered feet.
40.5 to 43.5 feet: Rubble zone, smooth |~ ARGILLITE. Light purple to olive, Installed 5 10-foot sections
4-HQ >10}  Argillite fragments, significant clay infilling, - fine-grained, laminated, extremely of QC-type 2.75-inchOD 1
3t ]| 0 highly weathered, open. 4 |} weakto very weak (RO-R1). Slope Indicator 4
83% >10 i | 41.5to0 42.5 feet - Layer of lean inclinometer casing_ B
CLAY with weathered Argillite Annulus space grouted
- ] - fragments, light purple to olive, with Slope Indicator's 7]
. 4 1 [ &5t Ity vcvea':a(Rto)'nh ARGILLITE | [pout mix for Sott soi j
. . . | 4z.07eet: Lontactw 4-inch by 4-inch by 5 foot
43.5_3 go 455 feet: Multiple fractures in bedrock. Purple-gray, fine-grained, steel we{l monumgnt
4 Argillite, 0 to 45 degrees, smooth, undulating, ] ™ very thin bedding, slight to moderate i ]
45 e : 3 gk i ry thin g, siig installed over exposed top
— silty clay coating with some 1/8" infilling, — — weathering, very weak to weak . 11/01/
! casing joint on 11/01/06.
5-HQ 7 sllghtly. to moderately weathered, open - - (R1-R2). Top of Casing at .
5ft | 16 e A, 4 |} Continued ARGILLITE, less approximate Elev. 3267.1
86% 3 | | fractured. feet, with 2.7 feet of
45.0 to 45.5 feet: highly fractured, stickup.
y very weak to weak (R1-R2). A0 grove azimuth = 156 T
4 — — degrees. 1

50

48.5

- Bottom of Hole at 48.5 ft below
L ground surface
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PROJECT NUMBER:

346017.05.08

BORING NUMBER:
I-NW-2

SHEET 1 OF 3

SOIL BORING LOG

PROJECT : Milltown |-90 Inclinometers, 1-90 bridges - west bank

LOCATION : Bent 2, 1-90 WB bridge

ELEVATION : ~3264.5

DRILLING CONTRACTOR : Ruen Drilling, Inc./Clark Fork, 1D

DRILLING METHOD AND EQUIPMENT : CME 850 track-mount, HWT Casing Advancer/HQ-3 Rock Coring with Wireline

START : 11/1/2006

END : 11/7/2006

LOGGER : G. Fischer

SOIL DESCRIPTION

COMMENTS

SOIL NAME, USCS GROUP SYMBOL, COLOR,
MOISTURE CONTENT, RELATIVE DENSITY OR
CONSISTENCY, SOIL STRUCTURE, MINERALOGY

DEPTH OF CASING, DRILLING RATE,
DRILLING FLUID LOSS, TESTS, AND
INSTRUMENTATION

WATER LEVELS : —
DEPTH BELOW GROUND SURFACE (ft STANDARD
INTERVAL (ft) LT
RECOVERY (ft)
#TYPE 6"-6"-6"
(N)
5_
o
1 7s
1 o5 [1ss | 7138
9.0
10_|
i 12.5
] 03 | 2ss ”(‘85)‘3
14.0
15_| 00 |3ss ‘zfg;‘
15.5
| 00 |4ss | 12(‘2101)’9
17.0
] 00 |sss | 0P
18.5
20_|
22.5
) 14 [ess | 232
24.0
25

POORLY-GRADED SAND with GRAVEL (SP).
Light brown sand with red-brown gravel, moist,
medium-dense, fine-grained sand, 15 to 25 percent
sub-rounded to angular gravel up to 1-inch -
(EMBANKMENT FILL).

POORLY-GRADED GRAVEL (GP).Light brown,
moist, loose, sub-angular gravel up to 2-inches long
(broken gravel/cobble fragments), 10 percent fine to
coarse sand - (EMBANKMENT FILL).

NO RECOVERY.

NO RECOVERY.

NO RECOVERY.

POORLY-GRADED SAND (SP). Brown, wet,

loose, fine- to medium-grained sand, 2- to 3-inch thick ]|

interlayers of LEAN CLAY - (SEDIMENT LAYER).

1 2-8S: 2-inch angular gravel (broken
7| gravel/cobble) stuck in tip of shoe.

Mud-rotary drilling with HW1 casing advancer
and tri-cone bit.

140-Ib hydraulic trip hammer falling 30 inches. 1
HWT casing 4-inch ID, 4.5-inch OD. =
HWT casing advanced to refusal at 26.5 feet -
switched to HQ coring.

SS = 2-inch OD split-spoon sampler

PP = Pocket Penetrometer E
TSF = tons per square foot
bgs = below ground surface

17:00 - finished for day (11/1/06) at 12.5 feet bgs.

07:30 - resuming drilling on 11/2/06
3-SS: 1-inch angular gravel in shoe.

4-SS: fine-grained sand in shoe.
Driller notes hard drilling from 16 to 17 feetbgs. ]

5-SS: fine-grained sand in shoe.

Driller notes easy drilling starting at 17.0 feet bgs
- out of gravels. ~
17.0 feet - Estimated contact with SEDIMENT  _
LAYER.

SS sampler tripped back down to 17 feet after
driving 5-SS - again driven 1.5 feet - recovered &
1.0 feet of POORLY-GRADED SAND (SP), fine- —|
grained, loose to medium-dense.

6-SS PP on LEAN CLAY: 0.25, 0.50 TSF




e CH2MHILL

PROJECT NUMBER:

346017.05.08

BORING NUMBER:

I-NW-2

SHEET 2 OF 3

SOIL BORING LOG

PROJECT : Militown 1-90 Inclinometers, 1-90 bridges - west bank

LOCATION : Bent 2, 1-90 WB bridge

ELEVATION : ~3264.5

DRILLING CONTRACTOR : Ruen Drilling, Inc./Clark Fork, ID

DRILLING METHOD AND EQUIPMENT : CME 850 track-mount, HWT Casing Advancer/HQ-3 Rock Coring with Wireline

WATER LEVELS : —

START : 11/1/2006

END : 11/7/2006

LOGGER : G. Fischer

[DEPTH BELOW GROUND SURFACE (ft STANDARD SOIL DESCRIPTION COMMENTS
PENETRATION
SHERNAL 0] TEST RESULTS|
RECOVERY (ft SOIL NAME, USCS GROUP SYMBOL, COLOR, DEPTH OF CASING, DRILLING RATE,
() MOISTURE CONTENT, RELATIVE DENSITY OR DRILLING FLUID LOSS, TESTS, AND
o | onr CONSISTENCY, SOIL STRUCTURE, MINERALOGY INSTRUMENTATION
(N)
25.0 Upper 0.2 feet: POORLY-GRADED SAND (SP). 7-SS PP on LEAN CLAY: 0.50, 0.50 TSF
: 10 | 7.5 |1513500" | Simiarto 655, :
= ; (63/6") Next 0.15 feet: Interlayered SILT (ML) and LEAN ? s ;
265 CLAY (CL). Brown Sl s clive. cl(ay ?‘noist soft to Driller notes hard drilling starting at 26 feet bgs -
fiem ; : drill c:leaetter Eobserved. I

- P : 26.0 feet - Estimated contact wi LUVIUM.

. gl Loy ﬁ;&%’?” SO ). Driller indicated wom HWT casing shoe at 26.5

k| Bottom 0.25 feet: POORLY-GRADED GRAVEL feet bgs - switch to HQ coring.

] (GP). Gray, wet, very dense.

B Begin Rock Coring at 26.5 ft below ground surface

See sheet 3 of 3 for rock core log

30_|
35_|
40_|
45_|
50 |




N

CH2MHILL

PROJECT NUMBER:

346017.05.08

BORING NUMBER:

I-NW-2

SHEET 3 OF 3

ROCK CORE LOG

PROQJECT : Milltown 1-90 Inclinometers, 1-90 bridges - west bank

LOCATION : Bent 2, I-90 WB bridge

ELEVATION : ~3264.5

DRILLING CONTRACTOR : Ruen Drilling, Inc./Clark Fork, ID

DRILLING METHOD AND EQUIPMENT : CME 850 track-mount, HWT Casing Advancer/HQ-3 Rock Coring with Wireline

WATER LEVELS : - START : 11/1/2006 END : 11/7/2006 LOGGER : G. Fischer
> - DISCONTINUITIES LITHOLOGY COMMENTS
o 0¥ 8
gc | z%x | _ |8 Sela 3 ROCK TYPE, COLOR, SIZE AND DEPTH OF CASING,
ol | 2ra | €159 £ MINERALOGY, TEXTURE, FLUID LOSS, CORING RATE AND
< i 3 = 1eo DEPTH, TYPE, ORIENTATION, ROUGHNESS, 5 WEATHERING, HARDNESS, SMOOTHNESS, CAVING ROD
b 23 S |2 PLANARITY, INFILLING MATERIAL AND < AND ROCK MASS :
w> | SEw | O |2w] THICKNESS, SURFACE STAINING, AND TIGHTNESS | & CHARACTERISTICS e
- - k- -
26.5
Continued ALLUVIUM -
] 7 [ WELL-GRADED GRAVEL with 12:00 on 11/2/06 - start 1-
- & - COBBLES, light gray to red-brown, HQ
4 1-HQ NA i | wet, 60 percent fine (less than -
35ft] 0 3/4-inch) to coarse (less than 3-inch)
] 1% 1 | rounded to sub-rounded gravel, 40 ]
i T - percent cobbles up to 8-inch. =1
30_|30.0 1 L |
WELL-GRADED GRAVEL with 12:10 - end 1-HQ
i NA T - COBBLES, light gray to red-brown, 12:22 - start 2-HQ 7]
. 2-HQ 4 | wet, 60 percent fine (less than -
= zs'gyﬁ b . | 3/4-inch) to coarse (less than 3-inch) =
i ° 1 | rounded to sub-rounded gravel, 40 ]
325 percent cobbles up to 8-inch. ]
3.-HQ 32.5t0 33.3 feet: 12:27 - end 2-HQ
7 151| o | NA T [~ POORLY-GRADED GRAVELup to 12:34 - start 3-HQ B
. 100% o - 3/4-inch, multiple colors, .
34.0 4 L sub-rounded. i
] e ™ | | 33.3t035.0feet: COBBLES upto 12:39 - end 3-HQ i
35_|35.0 100% 1 L 8-inch. 12:45 - start 4-HQ N
POORLY-GRADED GRAVELwith 12:50 - end 4-HQ
§ 7] [~ fractured Argillite cobble fragments, 12:56 - start 5-HQ 7]
~ 5.HQ NA 1 — rounded gravel up to 3/4-inch. 13:08 - end 5-HQ 1
. 321] 0 | L 13:25 - end 6-HQ <]
] . 1 L 13:28 - start 7-HQ
13:34 - end 7-HQ
38.2 4 } E
= . | Continued ALLUVIUM - _
i 6-HQ NA WELL-GRADED GRAVEL light
1~8°ﬁ o ] [ gray to red-brown, wet, fine to coarse 7
40 i 40.0 56% 7 [~ sub-rounded to sub-angular gravel. 5]
1 | POORLY-GRADED GRAVELwith 13:52 - end 8-HQ ]
i 7-HQ NA 7] I~ coarse sand, light gray to red-brown, 14:10 - end 9-HQ - finished
B 2ft | O - - wet, rounded to sub-angular gravel for day (11/2/06) at 15:00.
A 50% J | up to 1 1/2-inch. 11/7/06: ]
42.0 ] | 08:30 to 10:00 - borehole
42.0to 42.7 feet: reamed with HQ-size
i NA 7] - POORLY-GRADED GRAVELwith casing advancer to 50 feet.
7 3 e E - cobble fragment. Installed 5 10-foot sections
i Bsf';tQ . & ;gnse to 43.6 feet: highly weathered, fractured ] | 42.7 feet: Contact with ARGILLITE of QC-type 2.75-inch OD
i 100% i ] | bedrock, light purple, smooth, Slope Indicator
7 moderately weathered at contact inclinometer casing. bl
1 - [~ becoming slightly weathered with Annulus space grouted .
e 3:&1{:&,&;32;‘?&tgo:;?sieggﬁsi'nzmgg " _§ 1 depth, laminated becoming thinly !vith Slope Indicator’s ] -
] 3 1/2-inch thick, moderately weathered, loose. bedded, very weak to medium-strong grout mix for soft soil".
= 46.1 feet: fracture 30 to 40 degrees, smooth, 4 |} USL-hes bl g -
undulating, clay infilling 1/4-inch thick, slightly Continued ARGILLITE, light purple, | Steel well monument
T bl B tight ' 1 [ smooth, slightly weathered, thinly installed _m;er exposed ]
A ; : o ’ - bedded with 20 to 30 degree casing joint. .
1 95HﬂQ sl s 48.1 to 48.6 feet: multiple fractures 30 | dipping,very wesk to medium-strong | Fop of Casing at
fie] degrees, smooth, undulating, clay infilling (R1-R3). approximate Elev. 3267.1
] 1/16-inch thick, slightly weathered, tight. 1 feet, with 2.6 feet of =
- 5 49.2 to 49.4 feet: highly fractured/rubble -4 = stickup. ~
4 zone, smooth to rough, clay coating with | A0 grove azimuth = 170
L 5 some 1/16-inch thick infilling, slightly degrees.
50 |s0.0 weathered, open. i T

Bottom of Hole at 50.0 ft below
ground surface




“ CH2MHILL

PROJECT NUMBER:

346017.05.08

BORING NUMBER:

T-1/N-5

SHEET

1 OF 2

ROCK CORE LOG

PROJECT : Miiltown Bridge Infrastructure Mitigation, West Bank - NE CornerLOCATION : Jet grout test column in NE corner, west bank.

ELEVATION : ~ 3264

DRILLING CONTRACTOR : Ruen Drilling, Inc./Clark Fork, ID

DRILLING METHOD AND EQUIPMENT : CME 850 track-mount, HQ-3 Rock Coring with Wireline

WATER LEVELS : —

START : 11/8/2006

END : 11/8/2006

LOGGER : G. Fischer

2 - DISCONTINUITIES LITHOLOGY COMMENTS
oF =] 5 7] o
me | 222 | _ |95 i 2 BOTE P v e SIZE AND DEPTH OF CASING,
2 | zry | € |38 g MERNLDEY. TECIUEE. FLUID LOSS, CORING RATE AND
T e o o DEPTH, TYPE, ORIENTATION, ROUGHNESS, I WEATHERING, HARDNESS, SMOOTHNESS. CAVING ROD
Ex 23 bl -~ PLANARITY, INFILLING MATERIAL AND < . AND ROCK MASS PS. TEST RESULTS, ETC
u> Quw | o |ZW} THICKNESS, SURFACE STAINING, AND TIGHTNESS | & CHARACTERISTICS PR, PRSI
0.0 Jet Grout Test Column profile: Upper 0.6 feet: Coarse SAND and HQ-size coring starting at
7] 0.0 to 1.0 feet: strong grout (R1). T [~ fine GRAVEL in grout matrix, top of jet grout test column.
. 1.0 to 1.2 feet: rubble zone, (RO). B - cemented/strong grout - PP = Pocket Penetrometer.
- 1.2 to 2.6 feet: strong grout (R1). 2| (EMBANKMENT FILL). TSF = tons per square
o 1-HQ 2.6 to 3.1 feet: cobble 1 | At0.6 feet: Coarse GRAVELS and foot.
45ft] 0 | NA 3.1 to 3.5 feet: strong grout (R1). COBBLES in grout matrix, 10 to 20 09:10 - start 1-HQ.
n 100% 3.5 to 3.7 feet: very weak grout (R0). T I~ percent fine (less than 3/4-inch) 09:30 - stop 1-HQ.
- 3.7 to 4.0 feet: cobble E - gravel, 20 to 30 percent coarse (up 09:30 to 10:15 - set up
i _ to 3-inch) gravel, and 50 percent "mud tub" to recirculate
cobbles up to 6-inch, cemented/weak | drilling fluids.
las T [~ to strong grout.
& 4.0 to 5.3 feet: strong grout (R1). 5.3 feet: Contact. 10:15 - start 2-HQ.
= 5.3 to 7.1 feet: very weak grout (R0). ] [ Layer of SILTY SAND/SANDY SILT,
- PP=05,1.0,>50TSF - - dark gray, 40 to 60 percent fine sand,
- 7.1 to 9.0 feet: strong grout (R1). =} | weakly cemented with grout odor,
I 9.0 to 9.5 feet: NO RECOVERY. | scattered organic material (woody
2-HQ ] debris).
. 5ft ] 0 |NA A - 7.1 feet: Contact.
- 90% 4 |} Coarse GRAVEL and COBBLES in
i _ | grout matrix, 50 percent gravel up to
9.5 to 10.5 feet: strong grout (R1). potential 3-inch, 50 percent cobbles up to
] gzsgﬁpiﬁi??ﬂ-t i 1 [ 6-inch, cemented/iweak to strong
~ .5 to 11.2 feet: cobbles. 1 - grout - (EMBANKMENT FILL). ’
95 121z ety goapgun | L oo ) g A pr
10_| fragments of strong grout (R1). ] | End B;);; 13 at 9.5 feet
12.7 to 14.2 feet: strong grout (R1). Start Box 2 : :
N PP = greater than 5.0 TSF. [ Test speciﬁlen from
e 13.1 to 14.2 feet: potential test specimen. - 9.6 to 10.0 feet:
N 3-HQ 7 i qu = 810.2 psi.
18;5% O INAL 14210153 feet: strong grout (R1). i
7 PP = greater than 5.0 TSF. g I~
= 15.3 to 17.1 feet: strong grout (R1), s -
. potential test specimen. . L
] 17.1 to 18.3 feet: weak grout (R0). b |
14.5 17.1 to 17.7 feet: potential test specimen.
15 18.3 to 19.4 feet: strong grout (R1), 14.2 feet: Contact with SEDIMENT | 10:44 - start 4-HQ.
— potential test specimen. — — LAYER. Test specimen from
= 19.4 to 21.1 feet: very weak to weak grout g - SILTY SAND in grout matrix, dark 15.7 to 16.1 feet:
] (RO). 4 L ogray, fine-grained sand with qu = 214.9 psi.
i 19.5 feet: PP = 1.75 TSF. 1 | occasional organic material (woody Test specimen from
4-HQ 19.7 feet: PP = 4.0 TSF. debris), occasional voids up to 16.1 to 16.5 feet:
1 13;3’/ 0 |NA ;gg ;39:3 ‘; E = gfgﬁg?han 5.0 TSF. . 1/4-inch, cemented/strong grout. qu = 342.1 psi.
o .0 feet: PP = 2. 1 . 5
i 20.2 feet: PP = 2.5 TSF. ] e
20.5 feet: PP = greater than 5.0 TSF. Test specihen from
T 20.7 to 21.1 feet: Potential test Specimen- 7 B 18.9 to 19.3 feet:
7 21.1 to 23.1 feet: very weak grout (R0). 1 I qu = 688.9 psi.
19.5 21.3 feet - SILTY CLAY layer with trace ] ) .
20 grout. Fine-grained SAND to SILTY SAND 10:52 - stop 4-HQ.
= 22 1 feet: PP = 0.75 TSF. —| [ ingrout matrix, dark brown to olive, 5 | 11:04 - start 5-HQ.
] 222 feet: PP = 0.5 TSF. 1 I to 10 percent coarse sand and fine
= 22 5 feet: PP = 0.25 TSF. 4 | gravel, cemented/weak to strong
22.6 feet: PP = 0.25 TSF. 4 | grout. .
5-HQ 22.8 10 23.0 feet: PP = 1.0 - 2.0 TSF. 21.3 10 23.1 feet: SILTY CLAY, olive,
s 9543 0 | NA - soft, low plasticity, very weakly
i 23.1 to 24.5 feet: weak to strong grout 1 [ cemented with grout odor.
. (RO-R1) 4 | 23.1to 26.7 feet: POORLY-GRADED
i 23.41023.7 feet: PP =4.0t0 5.0 TSF ] | SAND in grout matrix, dark dray,
23.9 feet: PP = 2.5 TSF fine-grained, cemented/strong grout.
loas 24.0 feet: PP = greater than 5.0 TSF 11
25




‘ CH2MHILL

PROJECT NUMBER:
346017.05.08

BORING NUMBER:
T-1/N-5

SHEET 2 OF 2

ROCK CORE LOG

PROJECT : Militown Bridge Infrastructure Mitigation, West Bank - NE Corne OCATION : Jet grout test column in NE corner, west bank.

ELEVATION : ~ 3264

DRILLING CONTRACTOR : Ruen Dirilling, Inc./Clark Fork, 1D

DRILLING METHOD AND EQUIPMENT : CME 850 track-mount, HQ-3 Rock Coring with Wireline

WATER LEVELS : - START : 11/8/2006 END : 11/8/2006 LOGGER : G, Fischer
2 . DISCONTINUITIES LITHOLOGY COMMENTS
9z of « &
e | 252 | o |¥s i oo = O BN, SIZE AND DEPTH OF CASING,
2o | 2z¥ | 2123|  DepTH, TYPE, ORIENTATION, ROUGHNESS, | T [ S FLUID LOSS, CORING RATE AND
EZ | whd | o |B= : Es : g & WEATHERING, HARDNESS, SMOOTHNESS, CAVING ROD
EE 20 o |2 x PLANARITY, INFILLING MATERIAL AND g AND ROCK MASS DROPS, TEST RESULTS. ETC
W 8 i x | & | THICKNESS, SURFACE STAINING, AND TIGHTNESS | 5 CHARACTERISTICS ' g §
24.5 to 26.7 feet: strong grout (R1). Test specimen from
g 24.5 to 25.2 feet: PP = greater than 5.0 =] 3 25.1 to 25.5 feet: 7]
= TSF. — - qu = 209.8 psi. ~
) 25.2 to 26.7 feet: potential test specimen. _| | 26.7 feet: Contact with ALLUVIUM. Test specimen from =
350 o lin | | Coarse GRAVEL and COBBLESin | 25.5 to 25.9 feet: )
100% 26.7 to 27.2 feet: cobble grout matrix, cemented/strong grout. qu = 318.3 psi.
T 27.2 to 29.1 feet: weak to strong grout ] ® End Box 3 at 27.0 feet. T
- (RO-R1). el B Start Box 4. 5
o 28.6 to 29.1 feet: potential test specimen. | L o
R 29.1 to 29.3 feet: cobble | i
295 29.3 to 31.9 feet: strong grout (R1).
30 §9.5 to 30.7 ffeet: potential test specimen. 7 Fine to coarse GRAVEL and 7
— 0.7 to 31.4 feet: cobble. — — in grout matri 2 —
- 31.4 to 31.9 feet: potential test specimen. | L ;ﬁiﬁfﬁsﬁnglgmﬂ v I;sst ;‘;pgg ';":e';tf_f i ]
B 31.9 to 32.4 feet: very weak grout (R0), | 31.9t0 32.4 feet: SILTY CLAY with iy § . Y
crumbles upon handling. i qu = 673.6 psi.
i . | | coarse SAND and fine GRAVEL in Test specimen from i
7-HQ 32.4 to 32.7 feet: cobble. grout matrix, weakly cemented. 30.3 to 30.7 feet:
1 5| 0 [NA 1 | 32.4feet: COBBLE qu = 636.9 psi. ]
= 100% 4 | 32.71035.1 feet: Fine to coarse Test specimen from .
2| ) . 4 |} GRAVEL and COBBLES in grout 30.7 to 31.1 feet: a
32.7 to 35.1 feet: strong grout (R1) with some matrix, 30 to 40 percent grout, qu = 2039.8 psi
3 washing of grout during coring. 7 [~ cemented/strong grout. g T
= 35.1 to 36.3 feet: non-cemented (R0O) with ] B 1
345 some residual grout. 41 L al
35 36.3 to 36.7 feet: cobble. | 35.110 37.4 feet: Coarse GRAVEL ]
= — 36.7 to 37.4 feet: non-cemented (RO) with and COBBLE fragments with some End Box 4 at 34.8 feet.
- 25l o |nal grout odor. ] - residual grout, non-cemented, grout Start Box 5. 1
. 88% 37.4 to 38.4 feet: strong grout (R1). 4 |} odor -
i 37.4 to 38.0 feet: potential test specimen. | B ]
37.0 38.4 to 40.5 feet: weak to strong grout
= (R0O-R1) with zones of non-cemented gravels. | " Continued ALLUVIUM - il
] 9-HQ 7] - 37.4 to 42.5 feet: Fine GRAVEL and 7
25| 0 |NA| 40.5t041.2feet strong grout (R1), potential ggﬁ{;ﬁégﬁg;ﬂ . :ltjrto"n?glrxdut,
96 :astzstpeﬂrr;efn. & ted (ROywith 4 | ©ccasional non-cemented rubble ]
: 395 g“; it 8 Aor et non-cementad (RO) wi ] | zones with trace grout. ]
40 41.5 to 42.5 feet: NO RECOVERY. | ]
] 42.5 to 43.2 feet: non-cemented (R0) with
& 10-HQ! grout odor. I 5l
= 3ft | 0 |NA 1 E =
2 67% . B 4
425 43.2 to 44.5 feet: Multiple fractures in
Argillite, weathering decreasing with depth, 0 7 I~ 42.5to 43.2 feet: Coarse GRAVEL T
= 11-HQ NA | to 45 degrees, smooth, undulating, silty clay - and COBBLES with some residual gl
- 2t | o infilling, open becoming tight. 4 } grout, non-cemented with grout odor. .
| 100% > 10] o | 43.2 to 43.8 feet: weathered
445 ARGILLITE, extremely weak (RO). 12:20 - stop 11-HQ. i
45 43.8 feet - Contact with ARGILLITE [] End Box 5 at 44.5 feet.
— — Bedrock. Borehole backfilled with
- - ARGILLITE, light purple, grout to near ground ?
A 1 L |fine-grained, slight to moderate urface.
weathering, laminated, very weak to |
g 1 [ lweak (R1-R2), highly fractured,
I T - Ibedding dips 20 degrees. =
4 | L Bottom of Hole at 44.5 ft below |
ground surface
50 ﬂ
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CH2MHILL

PROJECT NUMBER:

346017.05.08

BORING NUMBER:

T-4/F-61

SHEET 1 OF 2

ROCK CORE LOG

PROJECT : Militown Bridge Infrastructure Mitigation, West Bank - NE Corne. OCATION : Jet grout test column in NE corner, west bank.

ELEVATION : ~ 3264

DRILLING CONTRACTOR : Ruen Drilling, Inc./Clark Fork, ID

DRILLING METHOD AND EQUIPMENT : CME 850 track-mount, HQ-3 Rock Coring with Wireline

WATER LEVELS : -— START : 10/27/2006 END : 10/28/2006 LOGGER : G. Warren
2 - DISCONTINUITIES LITHOLOGY COMMENTS
B o¥ 2
2= | 2%z | _ |8 L s 3 ROCK TYPE, COLOR, SIZE AND DEPTH OF CASING,
2y | Zru | £159 o MINERAL OGY. TEXTURE, FLUID LOSS, CORING RATE AND
< wuh 8 = |EQ DEPTH, TYPE, ORIENTATION, ROUGHNESS, = WEATHERING, HARDNESS, SMOOTHNESS, CAVING ROD
b 2o g g o PLANARITY, INFILLING MATERIAL AND < AND ROCK MASS DROPS. TEST RESULTS, ETC
w> Quw | o | =W} THICKNESS, SURFACE STAINING, AND TIGHTNESS | & CHARACTERISTICS ; Lo
00 Jet Grout Test Column profile: 0.0 to 2.0 feet: Loose, rubbly 1-inch HQ-size coning starting at
7 T minus rounded GRAVEL with top of jet grout column. §
= 0.0 to 2.2 feet: rubble zone, ] - broken/fractured grout pieces - SS = Split-Spoon Sampler
i loose/non-cemented with grout remnants. g (EMBANKMENT FILL). WOH = Weight of Hammer |
2.2 to 5.0 feet: strong grout (R1). 1 | 2.0to 5.0 feet: Intact grouted PP = Pocket Penetrometer.
7] 1-HQ 4.0 feet: cobble GRAVEL with occasional purple TSF = tons per square
4 5fi| 0 [NA 1 [ quartzite cobbles, approximately feet.
80% 4 } 50percent 1 to 2-inch clasts, bgs = below ground .
B 50 percent grout matrix, surface.
| cemented/strong grout (R1). Begin coring with HQ-size
] i core at 14:30.
1 , B Core to 5 feet bgs. v
5_Js0 4 Run HWT casing to 5 feet —|
5.0 to 10.0 feet: rubble zone, Loose fine to coarse GRAVEL up to bgs, then set up
T 2-HQ loose/non-cemented with grout remnants. . [~ 2-inch in broken up/fractured and reci'rculation tanks or "mud
. 2ft | 0 |NA E I discontinuous grout matrix, tubs".
8 100% = non-cemented with grout remnants - 20 .
Jro ] (EMBANKMENT FILL). N et |
= = = Blocked off at 7 feet bgs. .
3-HQ 17T i
3ft | 0 |NA 4 ]
-] 83% . | £
10_[10.0 | | | _
4-HQ 10.0 to 11.0 feet: strong grout (R1). Coarse GRAVEL in grout matrix,
T 1(1)(;‘5/ 0 | NA ] 50 to 60 percent gravel, 40 to 50 g
e 11.0 to 12.5 feet: strong grout (R1) i} percent grout. cementedistrong 9rout | Blocked offat 11 feetbgs. |
NA] deteriorates with depth to very 1 F ¢ )- I
151t 0 Loose, coarse GRAVEL up to 3-inch
= 83% poor/non-cemented - grout odor only at = : ; 1
J125 ] bottom of interval (near contact with J rounded gravel, non-cemented, grout E
! SEDIMENT LAYER). i odor - (EMBANKMENT FILL). Blocked off at 12.5 feet |
6.HQ 12.5 to 15 feet: NO RECOVERY i NO RECOVERY ] bgs.
= - 12.5 feet: Estimated contact with Fast drilling from 12.5 to 4
i e By 1 | SEDIMENT LAYER. 15.0 feet. E
. L s i
15_|15.0 1 L ]
15.0 to 20.0 feet: NO RECOVERY - appears ] NO RECOVERY Very fast drilling in loose
7 to be loose, non-cemented sediment with no B sediments. 7
- evidence of grout. . B 15.0 to 20.0 feet - cuttings -
] 8 o of brown fine-grained sand.
7-HQ T i T
- 5ft | 0 4 } -
= 0% 4 8 4
i 8-SS at 20.0 feet: attempt
20 |20.0 11 SPT sample.
" 20.0 to 26.0 feet: Non-cemented sediments SILTY CLAY (ML-CL), dark grayto | piow countof 1-2-3 (5).
T 15| o with no evidence of grout. T black, moist, firm - (SEDIMENT iy valvg (sample fell ]
. 0% & - LAYER). =
212 1t i diment
23.0 t0 237 feet: SILTY CLAY St S
] (ML-CL), dark gray, moist, stff, zra";;{:rd RS . 4
225 1 [ low-plasticity. = ; g
4 s 1 | 237to245%eet: transition to i e
i 2l o | NA ] POORLY-GRADED SAND (SP), gl"g SARPIEs i
100% gray, moist, medium-dense, ow count of WOH-3-5-7
245 T [~ fine-grained. (12). T
25 & - Dark gray organic LEAN CLAY seam .
at24-faat




‘ CH2MHILL

PROJECT NUMBER:

346017.05.08

BORING NUMBER:

T-4/F-61

SHEET

2 OF 2

ROCK CORE LOG

PROJECT : Militown Bridge Infrastructure Mitigation, West Bank - NE Cornel. OCATION : Jet grout test column in NE corner, west bank.

ELEVATION : ~ 3264

DRILLING CONTRACTOR : Ruen Dirilling, Inc./Clark Fork, ID

DRILLING METHOD AND EQUIPMENT : CME 850 track-mount, HQ-3 Rock Coring with Wireline

WATER LEVELS : --- START : 10/27/2006 END : 10/28/2006 LOGGER : G. Warren
2 e DISCONTINUITIES LITHOLOGY COMMENTS
5 1)
iy o= @« DESCRIPTION 9
e | 2%z | _ |8 2 ) SIZE AND DEPTH OF CASING,
af | Zru | £138 < MINEESL OGY, TEXTURE, FLUID LOSS, CORING RATE AND
m 5 = 8 = |9 DEPTH, TYPE, ORIENTATION, ROUGHNESS, X WEATHERING, HARDNESS, SMOOTHNESS. CAVING ROD
K 20 g x PLANARITY, INFILLING MATERIAL AND g AND ROCK MASS DROPS. TEST RESULTS, ETC
o 8 wu x | EW} THICKNESS, SURFACE STAINING, AND TIGHTNESS | &5 CHARACTERISTICS Y % :
26.0 to 28.0 feet: rubble zone, 26.0 feet: Contact with ALLUVIUM.
10-HQ) NA 1  loose/non-cemented with no evidence of T Red Quartzite COBBLES in SANDY Blocked off at 27.5 feet.
3t | o grout in ALLUVIUM. . FINE GRAVEL matrix, Blocked off at 28.0 feet. 7
50% 4 non-cemented, no evidence of grout. | Casing shoe torn up - it
] terminate boring at 28 feet |
975 ¢ i bgs. i
28.0 13 -st? 0 |NA
deEL Borehole backfilled with
\ J & Bottom of Hole at 28.0 ft below grout to near ground 7]
s ground surface surface. 1
30_| ’ 5 1 =
35_| 4 L —
40_| 4 L ]
= -5
45 | A L =

50




PROJECT NUMBER: BORING NUMBER:

0 346017.05.08 TERER  see 4w
CH2MHILL
gl ROCK CORE LOG

PROJECT : Militown Bridge Infrastructure Mitigation, West Bank - NE Corne.OCATION : Jet grout test column in NE corner, west bank.

ELEVATION : ~ 3264 DRILLING CONTRACTOR : Ruen Drilling, Inc./Clark Fork, ID
DRILLING METHOD AND EQUIPMENT : CME 850 track-mount, HQ-3 Rock Coring with Wireline
WATER LEVELS : - START : 11/1/2006 END : 11/1/2006 LOGGER : G. Fischer
3 - DISCONTINUITIES LITHOLOGY °  COMMENTS
oF oF o
2= | 2%z | _ |8- s i 3 i TOn oL SIZE AND DEPTH OF CASING,
=8 | 2zu | €153 = MINERALOGY, TEXTURE. FLUID LOSS, CORING RATE AND
T wk3 = e o DEPTH, TYPE, ORIENTATION, ROUGHNESS, I WEATHERING, HARDNESS, SMOOTHNESS, CAVING ROD
re 20 o g o PLANARITY, INFILLING MATERIAL AND < AND ROCK MASS DROPS. TEST RESULTS, ETC
w> Siyw | Z | 2w} THICKNESS, SURFACE STAINING, AND TIGHTNESS | & CHARACTERISTICS : B
0.0 Jet Grout Test Column proﬁe: 0.0 to 2.5 feet: SAND in grout matrix, 09:00 - start setup
1 7] predominantly fine-grained sand with HQ-size coring started at T
. 0.0 to 2.5 feet: strong grout (R1). ] - 10 percent coarse-grained sand and top of jet grout test column.
= 2.7 feet: cobble. | | approximately 50 percent grout, PP = Pocket Penetrometer. |
2.8 to 3.0 feet: loose rubble zone with grout cemented/strong grout - TSF = tons per square
] 1-HQ remnants. 1 | (EMBANKMENT FILL). foot.
= 5ft | 0 [ NA] 3.0to 4.0 feet: very weak grout (R0). 1 - Fine gravels (less than 3/4-inch) 1
. 100% 4.0 to 5.0 feet: strong grout (R1). 4 |} starting at 1.8 feet bgs. 09:55 - start 1-HQ. .
| i | 2.5t0 5.0 feet: Coarse GRAVEL with |
COBBLES in grout matrix, 10
i T percent coarse sand, ]
5 Tso0 i - loose/non-cemented from 2 to 3 feet, 1
) 5.0 to 5.2 feet: loose rubble zone with grout ] | vc\ga;lélztggzgggagd;guml 25?,144?: t5 10:05 - end 1-HQ. |
remnants. feet. 10:12 - start 2-HQ.
= 5525to77b1 ffee?: weak to strong grout (RO-R1). - Continued coarse GRAVEL with 10:20 to 10:50 - set up -
g .5, 7.0 feet: cobbles. . L COBBLES in grout matrix recirculation tanks. e
2-HQ 7.1 to 7.8 feet: very weak grout (R0). 9 '
= : - cemented/weak to strong grout - B
43ft] 0 | NA 7.8 to 9.1 feet: weak to strong grout (R0-R1). EMBANKMENT FILL
=] 98% 9.1 to 9.3 feet: very weak grout (R0). 1 - ( )- &
- 9.3 to 10.0 feet: weak grout (R0) with several - - e
i mechanical breaks. ] | =
9.3 s End Box 1 at 9.3 feet.
10_|100 07| O [NA 1 L S TE. _]
\86% | 10.0 to 10.5 feet: loose rubble zone with Fine to coarse GRAVEL in grout 10:58 - end 2-HQ
= grout remnants. i matrix, cemented/strong grout - bldcked off at 9 3‘feet 7]
- 10.5 to 12.0 feet: weak grout (R0) with some - (EMBANKMENT FILL). 11:02 - start 3-HQ i —
. washing out of grout during coring. ] . 11204 —end 3-HQ i g
] 11.8 feet: cobble. | . 11-10 - start 4-HQ |
4-HQ 12.0 to 12.2 feet: loose rubble zone with ’ )
1 5ft | 0 | NAl grout remnants. 1 F =
. 100% 12.2 to 15.0 feet: weak grout (R0) with some 4 |} =
i washing out of grout during coring. ] L ]
15_|15.0 1 L |
15.0 to 17.0 feet: weak to strong grout 15.0 to 17.0 feet: GRAVEL with 11:18 - end 4-HQ.
7 (RO-R1). T [~ COBBLES in grout matrix, cobbles 11:22 - start 5-HQ. E
= 16.5 feet: cemented coarse sand lense. & - up to 6-inch, cemented/strong grout. =
. NA 17.0 to 18.2 feet: strong grouted pieces up to  _| | 17.0 feet: Contact with SEDIMENT Driller notes easy drilling in |
3-inch long. 41 | LAYER. zones from 17 to 19 feet, |
5-HQ 18.2 to 20.0 feet: NO RECOVERY POORLY-GRADED SAND in grout and from 19 to 20 feet.
1 Sft ] 0 1 I matrix, fine-grained sand, occasional 4
. 64% 4 } organic material (woody debris) and -
=} _ | fine gravel in matrix, cemented ]
1 | pieces up to 3-inch long.
20_|20.0 1 L _
20.0 to 22.5 feet: non-cemented loose silty POORLY-GRADED SAND with thin End Box 2 at 20.0 feet.
7 sand with grout odor. 7] - layers of interbedded LEAN CLAY, Start Box 3. &
B 22.5to 25.0 feet: NO RECOVERY = - dark gray to olive, fine grained, o]
" NA n | non-cemented with grout remnants 11:28 - end 5-HQ. e
5 | | and grout odor - (SEDIMENT 11:38 - start 6-HQ.
6-HQ LAYER). T
5 5% 0 1 F Driller notes some 3
E 50% 41} resistance to coring for 2/3
" i o of 6-HQ run, and no E
g 1 L resistance for 1/3 of run.
25




‘ CH2MHILL
-

PROJECT NUMBER:

346017.05.08

BORING NUMBER:

T-5/F-59

SHEET 2 OF 2

ROCK CORE LOG

PROJECT : Milltown Bridge Infrastructure Mitigation, West Bank - NE Corne OCATION : Jet grout test column in NE comner, west bank.

ELEVATION : ~ 3264

DRILLING CONTRACTOR : Ruen Dirilling, Inc./Clark Fork, ID

DRILLING METHOD AND EQUIPMENT : CME 850 track-mount, HQ-3 Rock Coring with Wireline

WATER LEVELS : —

START : 11/1/2006

END : 11/1/2006

LOGGER : G. Fischer

z o DISCONTINUITIES LITHOLOGY COMMENTS
= 0]
GE ko % DESCRIPTION = ROCK TYPE, COLOR,
28 | 228 | = |85 o MINERALOGY. TEXTURE, FLUID LOSS, CORING RATE AND
I A = 1EQ DEPTH, TYPE, ORIENTATION, ROUGHNESS, I WEATHERING, HARDNESS, SMOOTHNESS, CAVING ROD
E 223 | § gﬂf PLANARITY, INFILLING MATERIAL AND < AND ROCK MASS :
w2 | SEE | g | 2% | THICKNESS, SURFACE STAINING, AND TIGHTNESS | & CHARACTERISTICS DG, TESTHESSAIS, B5G.
)25.0/ 25.0 to 26.7 feet: non-cemented loose silty 25.0 to 26.7 feet: POORLY-GRADED | 11:44 - end 6-HQ.
=l sand with grout odor. - SAND, fine-grained, non-cemented b
B 7-HQ PP = less than 0.5 TSF. E -~ with grout odor. e
] 3ft | o | NA] 26.7to 273 feet: loose rubble zone with 4 |} 26.7 feet: Contact with ALLUVIUM. 4
77% grout remnants. | Coarse GRAVEL with SAND, loose,
i 27.3 to 28.0 feet: NO RECOVERY. ] non-cemented with grout remnants. T
28.0 | 8|
28.0 to 29.5 feet: loose rubble zone with trace Coarse GRAVEL with COBBLES,
T 8-HQ grout. 7 rounded to subrounded gravel up to 7]
1 2ft | 0 | NA 29.5 to 30.0 feet: NO RECOVERY. 1 - 3-inch and cobbles up to 6-inch, =
. 75% R | loose, non-cemented with grout Bl
30_|30.0 B 1 L remnants. ¥
30.0 to 32.0 feet: loose rubble zone with trace Coarse GRAVEL with COBBLES,
A grout. 7 - rounded to subrounded gravel up to 7]
. 9-HQ 32.0 to 32.5 feet: NO RECOVERY. 4 } 3-inchand cobbles up to 6-inch, -
o %é’a/ﬁ 0 |NAL 32510335 feet: loose rubble zone with trace | L loose, non-cemented with grout il
| ¢ grout. ) remnants. |
32.5 L i
32.5 to 33.5 feet: Continued coarse
7 NA g [~ GRAVEL with COBBLES, loose, 7
. 10-HQ 4 F non-cemented. .
25,? L 33.5 feet: Contact with weathered 4
100% 33.5 to 35.0 feet: ARGILLITE bedrock, no ARGILLITE. 12:15 - end 10-HQ.
w% Tsso 101 grout. 1 [ 338feet: Contact with ARGILLITE | End Box3at350feet. ]
bedrock.Light purple, fine-grained, Borehole backfilled with
— . - \ slightly weathered, very weak (R1), grout to near ground -
i | | \laminated and highly fractured. surface. |
T ] Bottom of Hole at 35.0 ft below 7
" 1 - ground surface 7
40_ | | i |
— — - -
45_ | ] - —
= - - E
50
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‘ CH2MHILL

PROJECT NUMBER:

346017.05.08

BORING NUMBER:

T-6/F-57

SHEET 1

OF 2

ROCK CORE LOG

PROJECT : Militown Bridge Infrastructure Mitigation, West Bank - NE Corne. OCATION : Jet grout test column in NE corner, west bank.

ELEVATION : ~ 3264

DRILLING CONTRACTOR : Ruen Drilling, Inc./Clark Fork, ID

DRILLING METHOD AND EQUIPMENT : CME 850 track-mount, HQ-3 Rock Coring with Wireline

WATER LEVELS : START : 10/27/2006 END : 10/27/2006 LOGGER : G. Warren
2 s DISCONTINUITIES LITHOLOGY COMMENTS
og o @ 1]
ae | 2722 | . {is ot 3 ROCK IYFE, COLOR, SIZE AND DEPTH OF CASING,
mg | gru | £1358 g MINERALOGY, TEUURE, FLUID LOSS, CORING RATE AND
< B 3 = e £ DEPTH, TYPE, ORIENTATION, ROUGHNESS, - WEATHERING, HARDNESS, SMOOTHN'ESS CAVING ROD
P 23 | § 3“‘ PLANARITY, INFILLING MATERIAL AND < AND ROCK MASS DROPS. TESTRESULTS. 16
w2 | S&EW | g |Zw| THICKNESS, SURFACE STAINING, AND TIGHTNESS | & CHARACTERISTICS o L et S A R
0.0 Jet Grout Test Column profile: 0.0 to 1.5 feet: Fine GRAVEL with 09:00 - start setup.
il h [~ SAND in grout matrix, 10 to 20 HQ-size coring started at ]
- 0.0 to 1.5 feet: strong grout (R1). 1 - percent fine (less than 3/4-inch) top of jet grout test column.
4 1.5 to 3.0 feet: loose rubble zone with grout | | gravel, coarse sand, greater than 50 PP = Pocket Penetrometer. |
A remnants. | | percent grout, cemented/strong grout | TSF = tons per square |
1-HQ 3.0 to 4.0 feet: weak grout (R0). - (EMBANKMENT FILL). foot.
& 5ft | 0 |NA] 4.0to 5.0 feet: strong grout (R1), potential ] | 1.5 to 3.0 feet: Coarse GRAVEL in bgs = below ground T
100% test specimen. 4 |} sand and grout matrix, 50 to 60 surface. .
_ ] | percent gravel from 1 to 3-inch, 09:00 - start 1-HQ. ]
weakly cemented. 10:00 - end 1-HQ.
] 1 3.0 to 5.0 feet: Coarse GRAVEL with 10:00 to 10:40 - set HWT i
7 1 - COBBLES in grout matrix, 50 casing to 5 feet bgs and 1
5_150 ) i —] | — percent ARGILLITE clasts, set up recirculation tanks. —
] Z;HﬂQ o Vim fé?ntr?a?\ig feet: loose rubble zone with grout | cemttarflted/vl‘vciaksbfectt)ming strong 10:45 - end 2-HQ. i
60 100% 6.0to 7.5 feet: weak grout (RO), potential - R . gy pai
- 3-HQ washing out of grout during coring. 4 1 580 04t Cunse GRA 10:5 ~Shi A, i
: : ith COBBLES in grout matrix, 50 10:53 - end 3-HQ.
1.5ft] 0 |NA} 7.5108.0feet: loose rubble zone with grout w o SO
4. 87% FEEnS - percent gravel from 1 to 3 inch, blocked off at 7.5 feet. 1
175 8.0 to 10.4 feet: strong grout (R1) 4 L cemented/very weak to strong grout. g
- 8.0 to 9.1 feet: potential test specimen. - y .
4-HQ 9.1 to 9.7 feet: potential test specimen. 3 10:58 - start 4-HQ. 8
25l 0 | NA Test specimen from
1 92% =1 - 8.4 to 8.8 feet: &
4 u L qu = 685.2 psi. 1
10_[10.0 | |
5-HQ 10.4 to 11.3 feet: strong grout (R1). 10.4 to 10.7 feet: SILTY CLAY 11:02 - end 4-HQ.
g 15ft] o | Na] 11310 12.5 feet: weak grout (RO). T - (ML-CL), red-gray. 11:09 - start 5-HQ. 7]
113% 12.5 to 14.0 feet: loose rubble 1 | 10.7to 11.3 feet: Coarse GRAVEL blocked off at 11.5 feet. .
11.5 zone/non-cemented. | and COBBLES in grout matrix, |
E 6-HQ 14.0 to 15.0 feet: NO RECOVERY. 3 cemented/strong grout becoming End Box 1 at 10.0 feet. |
15ft] 0 | NA very weak at 11.3 feet. Start Box 2.
130 100% ] 11.3t0 12.0 feet: Coarse GRAVEL i
Tias -(,-),;g 0 grlgzncr(é)g?;’lig non-cemented with 11:25 - end 6-HQ. i
1 Vowf o A} : ] | 120t0125fet Coarse GRAVEL | ocked off at 13.0eet. ]
14.5 8-HQ 15.0 to 16.0 feet: Ioose; rubble with COBBLES in grout matrix, 11237 -end 7-HQ d
15 ‘H‘ 1t o zone/non-cemented with grout remnants. 7 cemented. biocked off ot 13' 5 feet 7]
—1150% | 16.0 to 16.5 feet: cobble. —1 [ 12.510 15.0 feet: Coarse GRAVEL 11-44 - start 8-HQ. - =
g 9-HQ 16.5 to 17.5 feet: very weak to weak grout d . with COBBLES, non-cemented with 1 » 53 9 HQA -
i ostl o [nal RO 1 L grout remnants - (EMBANKMENT - Bk G, i
0% PP = greater than 5.0 TSF. FILL).
470 10-HQ 17.5 to 18.3 feet: strong grout, potential test] 15.0 to 16.5 feet: Coarse GRAVEL ]
—, 2R Specimen. . 1 [ with COBBLES, non-cemented with T
E \ 75%' 18.3 to 21.0 feet: overal weak grout with | grout remnants. . ]
A 11-HQ] 0 | NA| strong grout pieces. 16.5 feet - Contact with SEDIMENT | Test specimen from ]
185 1.5ft 19.3 feet: PP = greater than 5.0 TSF. LAYER. 17.6 to 18.1 fee.t:
\113% 20.1 feet: PP = greater than 5.0 TSF. g 16.5 10 17.0 feet: SILTY SAND with qu = 215.6 psi. &
12-HQ & Yo 20.4 feet: PP = greater than 5.0 TSF. . - GRAVEL in grout matrix, fine-grained 4
. 158 4 } sand with fine gravel, weakly .
20_J200 67% B _1 |— cemented/crumbles upon handling. |
21.0 to 25.0 feet: very weak to strong grout, 17.0 to 25.0 feet: Interbedded SILTY
T minor washout zones, variable strength T I~ SAND and POORLY-GRADED T
g throughout. 1 I SAND, dark gray to dark brown, g
— 21.1 feet: PP = 5.0 TSF. 4 } fine-grained gan)zi cemented/very i E.
NA|  21.4feet PP =50 TSF. Wl sl - Start Box 3.
4 i y | g grout - (SEDIMENT Test-spoci from i
13-HQ) 21.6 to 22.2 feet: potential test specimen. LAYER). esLSpocuney s
1 stfo 22.4 feet: PP = 5.0 TSF. 1 e T 1
1 e8% 22.6 feet: PP = greater than 5.0 TSF. {1} e .
R 22.8 feet: PP = greater than 5.0 TSF. ] L ]
23.2 feet: PP = 3.5 TSF.
23.5 feet: PP = greater than 5.0 TSF. ] B g
25 1 23.6 feet: PP =4.0 TSF. 9 B
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PROJECT NUMBER:

346017.05.08

BORING NUMBER:

T-6/F-57

SHEET 2 OF 2

ROCK CORE LOG

PROJECT : Milttown Bridge Infrastructure Mitigation, West Bank - NE Corne. OCATION : Jet grout test column in NE corner, west bank.

ELEVATION : ~ 3264

DRILLING CONTRACTOR : Ruen Drilling, Inc./Clark Fork, 1D

DRILLING METHOD AND EQUIPMENT : CME 850 track-mount, HQ-3 Rock Coring with Wireline

WATER LEVELS : — START : 10/27/2006 END : 10/27/2006 LOGGER : G. Warren
% . DISCONTINUITIES LITHOLOGY COMMENTS
s o® ©
3€ | 23> By oo = R T CDL O, SIZE AND DEPTH OF CASING
=8 | 2286 | £/%3 = MINERALOGY, TEXTURE, FLUID LOSS, CORING RATE AND
< =1 < |FO DEPTH, TYPE, ORIENTATION, ROUGHNESS, T WEATHERING, HARDNESS, :
=gty wpno B fox o SMOOTHNESS, CAVING ROD
o >0 p § x PLANARITY, INFILLING MATERIAL AND g AND ROCK MASS DROPS. TEST RESULTS. ET
w> | ofiw | 9 |Zw] THICKNESS, SURFACE STAINING, AND TIGHTNESS | & CHARACTERISTICS - R
|25.0/ 25.0 to 26.8 feet: strong grout. Continued SILTY SAND, dark gray to | Test specimen from
N 25.3 feet: PP = greater than 5.0 TSF. ] brown, fine-grained, cemented/strong | 25.5 to 26.0 feet: ]
= 25.5 to 26.2 feet: potential test specimen. | grout. qu = 174.3 feet. 1
u 14-HQY 26.5 feet: PP = greater than 5.0 TSF. E | 26.8 to 27.3 feet: POORLY-GRADED e
| 35ft] 0 [NA 26.7 feet: PP = greater than 5.0 TSF. | SAND, dark gray, non-cemented with L
89% 26.8 to 27.3 feet: very weak grout. grout odor.
A 27.1 feet: PP = 0.50, 0.75 TSF. ] - 27.3 feet: Contact with ALLUVIUM. N
. B - POORLY-GRADED GRAVEL -
28.5 27.3 to 28.5 feet: loose rubble rogr?ded ugto 3-inch loose and
zone/non-cemented with trace grout. 7] [ non-cemented ' 7]
g 15-HQ) 28.5 to 30.8 feet: occasional grouted piece 4 | : s -]
15ft] 0 | NA (Rb) Inon-cemented Coarse GRAVEL with COBBLES up ‘Lost circulation.
30 7 300 100% . § - to 6-inch in minor sandy matrix, loose i
30.8 to 31.2 feet: very weak grout (RO). = a?;’u;‘?n’gﬁgfé‘;fﬁamh aocasangl ]
16-HQY NA 31.2 to 34.0 feet: loose rubble zone with trace - 9 ) . i
= 2ft | 0 grout <] Coarse GRAVEL, non-cemented with |
| 75% ’ occasional grout remnants.
320 1 [~ 30.8 to 31.2 feet: layer of weakly &
- y - cemented gravel. ]
5 s — Coarse GRAVEL with COBBLES, E
NA . | multi-colored, mixed lithology, loose 4
| 173‘:Q . ] L and non-cemented with grout End Box 3 at 33.6 feet. b
100% remnants. .
3 34.0 to 35.0 feet: ARGILLITE bedrock, no " 34.0 feet: Contact with ARGILLITE
- >10}  grout. 1 - bedrock. .
35_|35.0 ARGILLITE, reddish-purple, :
] fine-grained, slightly weathered, Borehole backfilled with
T | \ weak (R2), thinly bedded with grout to near ground T
. 1 I \bedding dips of 30 degrees. surface. 5
. 41 g
i | Bottom of Hole at 35.0 ft below {
ground surface
-] ~ —
- - - -
-4 = = -
40_| 14 L .
45_| 1 L _
= . B .
] 4 L. il
50 | |
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PROJECT NUMBER:

346017.05.08

BORING NUMBER:
st Column #7 sHeer 1 ofF 2

ROCK CORE LOG

PROJECT : Militown Bridge Infrastructure Mitigation, West bank of Blackfoot IEM@ATION : Jet grout test column in SE corner, west bank

ELEVATION : ~ 3264

DRILLING CONTRACTOR : Crux Subsurface/Spokane, WA

DRILLING METHOD AND EQUIPMENT : HQ-3 Rock Coring with Wireline

1-HQ

100%

2-HQ

100%

3-HQ
35ft
100%

4-HQ
151t
100%

5-HQ
100%

6-HQ
100%

material around outside.

1.8 to 4.0 feet: very gravelly, little intact
material - poor cementation.

well cemented

Grouted gravelly and cobbly fill.

11.3 feet: large gravel

12.2 feet: lots of gravel in cemented matrix,
but wash material around outside - appears
that this material is cemented, but fractured
from coring action.

13.5 feet: well cemented

15.0 to 16.7 feet: cemented - large gravels.

16.7 to 17.5 feet: cemented, except for two
zones, each 2 to 3 inches thick.

generally well cemented

22.6 to 23.7 feet: poor cementation - mixing
zone has cemented clasts but overall is
poorly cemented.

medium gravel - (EMBANKMENT
FILL).

| 2.0 to 5.0 feet: SAND with gravel,
large gravel - (EMBANKMENT FILL).

| Cemented GRAVELS and COBBLES

- (EMBANKMENT FILL).

GRAVEL with SAND and COBBLES

- (EMBANKMENT FILL).

15.0 to 16.5 feet: GRAVEL with
SAND and COBBLES.

16.5 to 17.5 feet: SILTY SAND to
SANDY SILT.

ORGANIC CLAY at 17.7 feet.
18.0 to 21.0 feet: GRAVEL with
SAND - (EMBANKMENT FILL).

[ 21.0 feet: Contact with SEDIMENT

LAYER.
SILTY CLAY (CL-ML).

WATER LEVELS : START ; 9/30/2006 END : 9/30/2006 LOGGER : D. Harris

= _ DISCONTINUITIES LITHOLOGY COMMENTS

g o
oF o< [e)
2= | z%z B, i > FRON THpe Covon. SIZE AND DEPTH OF CASING,
= | 2L6 | £3589 = MINERALOGY, TEXTURE, FLUID LOSS, CORING RATE AND
22 | ZE5% | £ 20|  DEPTH, TYPE, ORIENTATION, ROUGHNESS, | T WEATHERING, HARDNESS, :
Ex | whd | o |6= & SMOOTHNESS, CAVING ROD
Ee | B23 |5 |9« PLANARITY, INFILLING MATERIAL AND % AND ROCK MASS i o e g U
w> | ofw | O [2uw] THICKNESS, SURFACE STAINING, AND TIGHTNESS | & CHARACTERISTICS . ke

0.0 Intact core at center - rind of disturbed 0.0 to 2.0 feet: SAND with gravel, 08:15 - start 1-HQ

08:25 - start 2-HQ.
Stopped coring because of
water. .
Core was intact when first |
removed, but fractured
along large cobbles.

09:20 - start 3-HQ.
09:35 - blocked offat 13.5 7
feet. E

09:40 - stop 4-HQ.

Driller noted softening at
16 feet for couple of
inches. E

17.7 feet - possible Qu
sample.

19.5t0 20.0 feet - possible |
Qu sample. =

Driller noted heave. T

22.0 feet - possible Qu
sample.

Zone has cement odor. o
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PROJECT NUMBER:

346017.05.08

BORING NUMBER:
st Column #7 sHeer 2 oF 2

ROCK CORE LOG

PROJECT : Miittown Bridge Infrastructure Mitigation, West bank of Blackfoot EM@ATION : Jet grout test column in SE corner, west bank

ELEVATION : ~ 3264

DRILLING CONTRACTOR : Crux Subsurface/Spokane, WA

DRILLING METHOD AND EQUIPMENT : HQ-3 Rock Coring with Wireline

WATER LEVELS : -

START : 9/30/2006

END : 9/30/2006

LOGGER : D_Harris _

. DISCONTINUITIES LITHOLOGY COMMENTS
% 1]
og 2= @ DESCRIPTION S
5. | 29 | . 1B = o L SIZE AND DEPTH OF CASING,
28 | 2zu | £ 138 g MBIERALCGY, TERTURE, FLUID LOSS, CORING RATE AND
< > < |EQ DEPTH, TYPE, ORIENTATION, ROUGHNESS, I WEATHERING, HARDNESS, :
AL wono o o o SMOOTHNESS, CAVING ROD
oo 2o o |gz PLANARITY, INFILLING MATERIAL AND < AND ROCK MASS DROPS. TEST RESULTS, ETC
w> Quww | 2 |2w| THICKNESS, SURFACE STAINING, AND TIGHTNESS | & CHARACTERISTICS : A
125.0/ 2.5 feet of heave. Continued SEDIMENTS Driller repairs.
= g - 29.5 feet: Contact with ALLUVIUM. | 10:11 - start 7-HQ. 1
- s - COBBLES in SAND and GRAVEL Driller noted 2.5 feet of -
= . | matrix. heave. N
1 7-HQ 27.5 to 28.0 feet: well cemented. 1T ]
] of I o 28.0 t0 29.0 feet: approx2to 3inch zonesof | [ ]
- 100% partially cemented. ] & o
; 29.0 to 30.0 feet: well cemented. 4 ]
30_[300 1 L N
cobbles - very little cemented matrix because
7 of large cobbles (6 to 9 inch). T i T
- ) . - -
8-HQ some cemented matrix material (approx 2 to
s 5t} 0 3inches). i .
B 100% i B |
T 33.8 feet: interface with rock. 1T ]
35_|35.0 1L ]
ARGILLITE 33.8 feet: Contact with ARGILLITE
] >10 7 - bedrock. 3
- 2-3 4 g 3
T 9-HQ e E .
. 5 | 0 [2-3 1t .
N 100% 4 L J
o > 10 . - .
= > 10 - = -4
40__j40.0 — | -
Continued ARGILLITE.
7 10-HQ} 1T ]
. st | o i} 7
] 100% . -
12:15 - stop 10-HQ.
430
1 e - Bottom of Hole at 43.0 ft below =
] o . ground surface 1
45 | - (- ]
= - - -
50 ] i ]
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Milltown Bridge Mitigation Project
CH2M HILL

Moisture Contents and Percent Passing 75 micron

Table 1
Exploration Sample Sample Depth | Moisture Content Percent Passing
Number Number (ft) % U.S. Sieve No. 200
EB-2 SS-5 N/A 33 7 |
EB-2 SS-10 N/A 24 33 "
EB-2 ST-1 21-2.2 35 90
EB-2 ST-2 4.041 38 91
EB-2 ST-7 16.7-16.8 66 100 ||
EB-2 ST-8 19.7-19.8 20 85
EB-2 ST-9 21.3-21.4 24 62
PB-2 SS-1 3.5-5.0 86 88 =
PB-2 SS-6 13.5-15.0 32 41 !
PB-2 SS-8 18.5-20.0 29 44
SW-1-1 SS-11 25.0-26.5 32 S i
SW-1-1 ST-1 1.3-2.8 82 75
SW-1-1 ST-2 4.7-4.8 60 57
SW-1-1 ST-3 6.1-6.2 38 67
SW-1-1 ST-9 20.2-20.3 49 95
SW-1-1 S-4 9.7-9.9 24 3
SW1-3 $S-1/SS-2 3.55.0/5.5-7.0 57 6!
SW-1-3 ST-5 11.1-11.6 54 97
SW-2-1B ST-3 9.0-9.5 58 93
SW-2-2 SS-3 N/A 13 10
SW-2-3 DMS-2 6.0-7.5 52 65 |
SW-3-1 SS-2 7.5-9.0 74 66
SW-3-1 ST-5 16.5-16.7 36 87
SW-3-2 SS-2A 10.0-11.5 31 1 |
SW-3-2 SS-2B 10.0-11.5 39 82 JI
SW-4-1 SS-4 10.0-11.5 23 42
R Sample contained substantial organics such as bark & wood greater than 75 microns.
Soil Technology
J-06-2143
Page 1




CH2M Hill
Milltown Bridge Mitigation
Project No: 342475.A1.04.T1
Sample Index Parameters: Water Content, Total Volatile Solids & PH

15.0-17.0
40.0-41.5
N/A
N/A
13.0-14.4
17.5-19.0
N/A
7.0-8.5
N/A
N/A
6.0-7.5
10.0-11.5
30.0-31.5
N/A
N/A

1) Water Content, WC method used ASTM D-2216
- 2) ASTM D-2974, Method C used for TVS analysis
3) pH analysis: Baseline pH of distilled water added to as-received soil samples is 5.64.
1:1 solution (soil / distilled water) was prepared to measure soil pH

Soil Technology
06-2143




Job

SHELBY TUBE VISUAL DESCRIPTION

Milltown Bridge Mitigation Project

Job No.

06-2143

Exploration No

Sample No.

SW-1-1

ST-1

Depth of Sample

1.0-28

Date 05/01/06

Sample Pushed by RGS

Sample Logged by RGS

Type of Sample _X shelby _ other
Diameter of Sample _ 2.85 (inches)

Sampled Length (from log)___ 1.8 —2.8" (feet) Sample Quality * X good __ fair _poor _ Disturbed
Sample Recovery 1.0 (feet)
Specimen| Water | Test| Depth Core Classification and Description
saved | content | Type (ft)
(%)
B 15
i 15 |
i B Top of Recovery
Disturbed
[ N Soft, wet, tan silt
[ Jar 83 | wcC 20 |
i ] Crack
3 25 | wC N
] -200 ]
] 28 wcC 25 | Dense, wet, tan, silty sand (SM)
Bottom of Recovery

Soil Technology
J-06-2143



SHELBY TUBE VISUAL DESCRIPTION

Job Milltown Bridge Mitigation Project Date 05/01/06
Job No. 06-2143 Sample Pushed by RGS
Exploration No_ SW-1-1 Sample Logged by RGS
Sample No. ST-3 Type of Sample _X shelby ___ other
Depth of Sample_ 5.0-7.0 Diameter of Sample __2.85 (inches)
Sampled Length (fromlog) 5.4 —-7.0° (feet) Sample Quality X good _ fair _poor  Disturbed
Sample Recovery 1.6 (feet)
Specimen| Water | Test| Depth Core Classification and Description
saved content | Type (ft)
(%)
i ] Top of Recovery
Medium stiff, wet, tan sandy silt to silty sand
i 53 | WC 55 | PP=10TSF
] 6.0 |
i 55 CON 1 Medium stiff, wet, tan silt with sand

Substantial organics and roots

6.5 Siltier
[ 36 wC ] Loose, wet, tan silty sand (SM)
[ N Siltier

7.0 Bottom of Recovery

Soil Technology
J-06-2143



Job

SHELBY TUBE VISUAL DESCRIPTION

Milltown Bridge Mitigation Project

Job No.

06-2143

Exploration No

Sample No.

SW-11

S-4

Depth of Sample

8.9-10.00

08/16/06

Sample Pushed by  RGS
Sample Logged by RGS
Type of Sample _X shelby _ other
Diameter of Sample

2.85 (inches)

Sampled Length (from log)__ 8.0-10.0  (feet) Sample Quality _ X good __fair _poor __ Disturbed
Sample Recovery 1.1 (feet)
Specimen| Water | Test| Depth Core Classification and Description
saved | content | Type (ft)
(%)
i 8.0 |
i 8.5 |
i 7 Top of Recovery
i 27 | weC 9.0 |
1 ] Moist-dense,wet, tan Sand (SW)
i 9.5 |
i 200 N Fines (-100) 3%
i 24 |wcC ]
- —_
10.0 Bottom of Recovery
Soil Technology
Vis. SW-1-1, S-4

J-06-2143




SHELBY TUBE VISUAL DESCRIPTION

Job Milltown Bridge Mitigation Project Date 08/10/06
Job No. 06-2143 Sample Pushed by RGS
Exploration No_ SW-1-1 Sample Logged by RGS
.Sample No. ST-5 Type of Sample _X shelby __ other
Depth of Sample__ 10.8-12.0 Diameter of Sample __2.85 (inches)
Sampled Length (from log)__ 10 —12  (feet) Sample Quality _ X good __fair _poor __ Disturbed
Sample Recovery 1.2 (feet)
Specimen| Water | Test| Depth Core Classification and Description
saved content | Type (ft)
(%)
1 10.0 |
i 105 |
1 N Top of Recovery

Wet,medium dense,tan sand with silt lenses

26 wcC 11.0
L =
i 11.5 |
i 90 wcC ] Wet,medium dense,grey silt with sand
i N With substantial wood fragments and organics
12.0 Bottom of Recovery
Soil Technology
Vis. SW-1-1, ST-5 J-06-2143




SHELBY TUBE VISUAL DESCRIPTION

Job Milltown Bridge Mitigation Project Date 05/01/06
Job No. 06-2143 Sample Pushed by RGS
Exploration No_ SW-1-1 Sample Logged by RGS
Sample No. ST-9 Type of Sample _X shelby __ other
Depth of Sample___19.0-21.0 Diameter of Sample __2.85 (inches)
Sampled Length (from log)__ 19.2-21.0' _ (feet) Sample Quality _ X good __ fair _ poor __ Disturbed
Sample Recovery 1.78 (feet)
Specimen| Water | Test| Depth Core Classification and Description
saved | content | Type (ft)
(%)
i 19.0 |
i ] Top of Recovery
Tan, wet, medium dense sand
i 1 Sand
i 19.5 | Grey, soft, wet clay
3 74 | WC ]
] 20.0 |
E 70 | wcC N
62 |CON 1 TV = .05 TSF, PP = 0.0 TSF
I ] Grey, medium stiff, wet silt (ML)
i 20.5
i 57 | wc ] TV =.30TSF, PP =.5TSF
- Jar N
i N Grey clay
i 74 | wc 7 TV = .20 TSF, PP = .50 TSF
210 Bottom of recovery

Soil Technology
J-06-2143




SHELBY TUBE VISUAL DESCRIPTION

Job Milltown Bridge Mitigation Project Date 05/01/06
Job No. 06-2143 Sample Pushed by RGS
Exploration No SW-1-1 Sample Logged by RGS
Sample No. ST-10 Type of Sample _X shelby _ other
Depth of Sample__ 22.75 —24.5 Diameter of Sample __2.85 (inches)
Sampled Length (from log)__ 22.5—24.5" (feet) Sample Quality _ X good __fair __poor __ Disturbed
Sample Recovery 1.75 (feet)
Specimen| Water | Test| Depth Core Classification and Description
saved | content | Type (ft)
(%)
] 225 |
§ ] Top of Recovery
i 32 wC 23.0 | Tan, loose, medium dense, wet-f-m sand w/silt (SM)
i B Black wood
i i Sand
i 23.5 | Dark grey brown inbeded silt lense
] 71 wc N
] N Sand
o =
1 24.0 | Loose, wet, tan, silty sand inbeded w/wood & org.
L =
89 wcC
— ]
i _ Black Wood
245 Bottom of Rcovery

Soil Technology
J-06-2143




SHELBY TUBE VISUAL DESCRIPTION

Job Milltown Bridge Mitigation Project Date 05/19/06
Job No. 06-2143 Sample Pushed by  RGS
Exploration No__ SW-2-1B Sample Logged by RGS
Sample No. ST-3 Type of Sample _X shelby __ other
Depth of Sample_ 8.8 —10.9° Diameter of Sample __2.85 (inches)
Sampled Length (from log)___ 8.5-10.9" (feet) Sample Quality _ X good __fair __poor __ Disturbed
Sample Recovery 2.1 (feet)
Specimen| Water | Test| Depth Core Classification and Description
saved content | Type (ft)
(%)

i 8.5 |
i = Top of Recovery
| iy Disturbed, cracked
L s
N 43 -

Jar 56 WC | CON 95 | TV =.1TSF, PP = .40 TSF

Bag N

44 | wc N TV=15TSF
i 10.0 |
i 66 | WC 10.5 | TV=1TSF
i 64 | WC i TV =3TSF
i i Organics
Bottom of Recovery

i 11.0 |

Soil Technology, Inc.
J-000




SHELBY TUBE VISUAL DESCRIPTION

Job Milltown Bridge Mitigation Project
Job No. 06-2143

Exploration No_ SW-3-1

Sample No. ST-3

Depth of Sample___ 10.2-12.5

Sampled Length (from log)_10.0-12.5" _ (feet)

08/21/06

Sample Pushed by RGS

Sample Logged by RGS

Type of Sample _X shelby  other

Diameter of Sample __2.85 (inches)

Sample Quality _ X good __ fair _poor __ Disturbed

Sample Recovery 2.3 (feet)
Specimen| Water | Test| Depth Core Classification and Description
saved | content | Type (ft)
(%)
i 10.0 |
[ ] Top of Recovery
] ol Soft,wet,light grey Silt
i 73 | wcC 10.5 | TV=_2TSF,PP=5TSF
i 11.0 |
i 1.5 | Organics
i 42 |ATTB | LL=44, PL=30, PI=14
i 47 HY 12.0 | Wet, Tan Silt (ML)
12.5 Bottom of Recovery

Vis. SW-3-1, ST-3

Soil Technology
J-06-2143




SHELBY TUBE VISUAL DESCRIPTION

Job Milltown Bridge Mitigation Project Date 08/21/06

Job No. 06-2143 Sample Pushed by  RGSII
Exploration No__ SW-3-1 Sample Logged by RGSII

Sample No. ST-5 Type of Sample _X shelby __ other
Depth of Sample__ 15.1-17.5ft. Diameter of Sample __2.85 (inches)

Sampled Length (from log)__15.0—-17.5ft. (feet) Sample Quality _ X good X fair _poor __ Disturbed
Sample Recovery 2.4 (feet)

Specimen| Water | Test| Depth Core Classification and Description
saved | content | Type (ft)
(%)
i 15.0 | Top of Recovery

Soft,wet,brown sandy Silt

29 wcC 15.5 TV=1TSF,PP=2
i 39 wcC 16.0 | TV=18TSF,PP=3
1 36 WC 16.5 | Soft,wet, Silt w/sand
i -200 B (-200) 87
[ 35 |ATTB N LL=34, PL=32, PI=2, Silt (ML)
i 17.0 |
i ] Soft,wet,brown Silt
1 31 wC ] TV=_13TSF, PP = 3TSF

17.5 Bottom of Recovery

Soil Technology

Vis. SW-3-1 ST-5 J-06-2143




Job

SHELBY TUBE VISUAL DESCRIPTION

Milltown Bridge Mitigation Project

Job No.

06-2143

Exploration No

Sample No.

EB-2
ST-1

Depth of Sample

J-23

Date 04/17/06
Sample Pushed by RGS
Sample Logged by RGS

Type of Sample _X shelby  other
Diameter of Sample __2.85 (inches)

Sampled Length (from log)__ 0.6 —2.3°  (feet) Sample Quality _ X good __fair __poor __ Disturbed
Sample Recovery 1.6 (feet)
Specimen| Water | Test| Depth Core Classification and Description
saved content | Type (ft)
(%)
i N Tube contained substantial fine roots
L I’
i N Top of Recovery
] . Soft, wet, tan fibrous peat
i 1.0 |
i ] Soft, wet, tan silt w/organics
Bag A 86 | wWC N TV =.05TSF,PP=0TSF
i 15 |
I 30 wcC B Tan, loose, wet silty sand (SM)
i 54 | wc N Sandy silt (MC)
i 2.0 | TV=.10TSF
i CON ] Soft, wet, tan, silt (MH)
K 58 | WC E TV =.10 TSF, PP = .15 TSF
Bottom of Recovery/ Organics, roots, etc.
i 25 |
i 3.0 |

Soil Technology

J-06-2143




SHELBY TUBE VISUAL DESCRIPTION

Job Milltown Bridge Mitigation Project Date 04/06/06

Job No. 06-2143 Sample Pushed by RGS
Exploration No___ EB-2 Sample Logged by RGS

Sample No. ST-2 Type of Sample _X shelby __ other
Depth of Sample__ 2.5-4.5 Diameter of Sample __2.85 (inches)

Sampled Length (from log)___ 2.86 —4.5" (feet) Sample Quality _X good __fair _poor __ Disturbed
Sample Recovery 1.65 (feet)

Specimen| Water | Test| Depth Core Classification and Description
saved | content | Type (ft)
(%)
1 25 |
i N Top of Recovery 2.86’
Very soft, wet, tan fiborous silt w/substantial roots
i 1 Disturbed
i 69 | WC 3.0 |
i ] Crack 1/8” void
i 30 wC ] Tan, loose, wet silty sand
i 59 | wcC ] TV=_10TSF,PP= 2 TSF
i 35 |
i 58 cu N
i N TV=0TSFand PP =0TSF
64 CON 4.0 | Very soft, wet, tan silt (ML) w/substandial rootlets
i 37 wC N Loose, wet, tan sand with silt
45 Bottom of Recovery

Soil Technology
J-06-2143




Job

SHELBY TUBE VISUAL DESCRIPTION

Milltown Bridge Mitigation Project

Job No.

06-2143

Exploration No

Sample No.

EB-2

ST-7

Depth of Sample

156 -17.0°

Date___ 04/03/06

Sample Pushed by RGS

Sample Logged by RGS

Type of Sample _X shelby __ other
Diameter of Sample __2.85 (inches)

Sampled Length (fromlog)_ 15 -17.0° _ (feet) Sample Quality _X good _ fair __poor __ Disturbed
Sample Recovery 1.4 (feet)
Specimen| Water | Test | Depth Core Classification and Description
saved | content | Type (ft)
(%)
i 16.0 |
i 7] Paper towels
i 155 |
Top of Recovery
. N Loose, wet, M-F, Sand
i 29 | wcC 16.0 |
i " Silty sand
: 16.5 |
i 66 | WC ]
I CON o
i ATTB ] Soft, wet, grey silt
= —
69 WC TV = 10TSF, PP = .05TSF
17.0 Bottom of Recovery
i 175 |

Soail Technology
J-06-2143




SHELBY TUBE VISUAL DESCRIPTION

Job Milltown Bridge Mitigation Project Date 04/06/06
Job No. 06-2143 Sample Pushed by RGS
Exploration No___ EB-2 Sample Logged by RGS
' Sample No. ST-8 Type of Sample _X shelby ____ other
¢ Depth of Sample_ 18.3 - 20° Diameter of Sample __2.85 (inches)
Sampled Length (from log)___ 18 — 20’ (feet) Sample Quality _ X good __ fair _poor __ Disturbed

Sample Recovery 20 (feet)

Specimen| Water | Test| Depth Core Classification and Description
saved | content | Type (ft)
(%)

Top of Recovery

Disturbed, sagging
32 wC Loose, wet, tan silty M-F sand (SM)
18.5 TV=0TSF,PP=0TSF

39 wcC TV=.10TSF,PP=5TSF
19.0 Very soft, wet, tan silt (ML)

1
—
o]
wil

40 Cu

70 wC . Organics & sand lenses/Crack

39 CON

Loose, wet, tan silty sand (SM)

Bottom of Recovery

Soil Technology
J-06-2143
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SHELBY TUBE VISUAL DESCRIPTION

Job Milltown Bridge Mitigation Project
Job No. 06-2143

Exploration No___ EB-2

Sample No. ST-9

Depth of Sample 20-22

Sampled Length (from log)__ 20.5 -22" (feet)

04/11/06

Sample Pushed by RGS

Sample Logged by RGS

Type of Sample _X shelby __ other

Diameter of Sample __2.85 (inches)

Sample Quality _ X good __fair __poor __ Disturbed

Sample Recovery 1.5 (feet)
Specimen| Water | Test Depth Core Classification and Description
saved | content | Type (ft)
(%)
: 20.0 |
i N Top of Recovery
28 wC 20.5
i 28 | wcC .
i Ccu1 N Soft, wet, tan, silt (ML) with sand
i 21.0 |
1 30 | wc 7
1 cu2 215 |
] 30 [CON 7
i 28 | wC N TV=0TSF,PP= 4
22.0 Bottom of Recovery

Soil Technology
J-06-2143
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Particle Size Distribution Report
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Checked By: RGS




Particle Size Distribution Report
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GRAIN SIZE - mm. _
+3" % GRAVEL % SAND % SILT l _ % CLAY UsCs AASHTO PL L.
O 0.0 0.2 974 2.4 SP
] L) NP | NV
) 0.0 89.7 79 2.4 GW
SIEVE PERCENT FINER SIEVE PERCENT FINER %SQ.Ciagsiﬁcation
1 mbe — Poorl ded sand
hSidz'bss O_ O A nus e r ) O 2 oorly gra san
2 100.0 #4 99.8 10.3 i
L5 60.7 #10 98.5 1.2 £l
1 41.0 #20 92.9 44
T3 264 #40 62.0 3.4
5 18.0 #60 9.2 2.7 /% Well-graded gravel
375 100.0 15.5 #140 24 25
e #200 2.4 512 24
GRAIN SIZE REMARKS:
Do 0.4159 37.8274 O
D3p | 03133 | 0.0467 | 20.5151 L
Dip | 02529 | 0.0055 | 4.5302 |
COEFFICIEWNTS__MV ]
Ce 0.93 246 =
Cy 1.64 8.35
O Location: SW-1-2,DMS-2, Depth N/A Depth: N/A Sample Number: DMS-2
[ JLocation: ,SW-3-1,SS-2 Depth 7.0-9.0 ft Depth: 7.5-9.0 ft Sample Number: SS-2
/Location: ,SW-3-1,HQ-10 Depth 37.0 ft Depth: 37.0 ft Sample Number: HQ-10
- Client: CH2MHill . i el -
S OI L TE C H N O L O GY Project: Milltown Bridge Mitigation Project
‘ Project No.: J-06-2143 2

-

Tested By: RGSII Checked By: RGS
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Particie Size Distribution Report
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+3" % GRAVEL %SAND |  %SWT |  %CLAY |  USCS AASHTO | PL | LL
O 221 ML 30 4
SIEVE PERCENT FINER SIEVE PERCENT FINER USC Classification
inches O number ) O Tan, silt
size . —h size
#200 943
| CGRANSIZE REMARKS.
Dgo 0.0267 O
D3 0.0084
D1g 0.0014
> COEFFICIENTSA ]
Ce 1.86
Cis 18.72
O Source of Sample: SW-3-1 Depth: 11.7-12.0 ft Sample Number: ST-3
P g —— Client CH2MHill o S SR S S B
SO' L TE C H N O LOGY Project: Milltown Bridge Mitigation Project
_ Project No.: J-06-2143 Figure =

Tested By: RGS

_ Checked By: Richard G. Sheets, Sr.




ATTERBERG LIMITS (ASTM D-4318)

60 1 4
Dashed line indicates the approximate
upper limit boundary for natural soils / ’
x
w
[a)
Z
>
=
o
‘—.
0
3
o
0 10 20 30 40 50 60 70 80 90 100 110
LIQUID LIMIT
SOIL DATA
| NATURAL
SAMPLE DEPTH | WATER PLASTIC LIQuID PLASTICITY
.. M NO. | CONTENT LIMIT LIMIT INDEX e
| (%) (%) (%) (%)
) SW-1-3 ST-5 11.0-11.1 65.3 33 70 37 CH
u SW-1-3 VS-3 s 84.9 35 61 26 MH
A SW-2-1B ST-3 9.5-9.6 ft. 54.8 30 52 22 MH
I ii Client: CH2MHill - T
SOI L TEC H N 0 LOGY ‘; Project: Milltown Bridge Mitigation Pioject
, i
| Project No.:  J-06-2143 _ Figure 4 -

Tested By:

Checked By:
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ATTERBERG LIMITS (ASTM D-4318)

Dashed line indicates the approximate
upper limit boundary for natural soils
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LIQUID LIMIT
l SOIL DATA
NATURAL
SAMPLE DEPTH WATER PLASTIC LIQUID | PLASTICITY
I e A B NO. CONTENT LIMIT LIMIT INDEX s
(%) (%) (%) (%)
° EB-2 ST-1 2123 532 32 44 12 ML
u EB-2 ST-2 4041 fi. 63.6 34 56 2 MH
A EB-2 ST-7 16.7-16.8ft 74.2 36 61 25 MH
. EB-2 ST-8 19.7-19.8ft 441 28 48 20 ML
v EB-2 ST-9 21.321.4ft 29.5 24 23 0 ML

Client: CH2MHill

SO| L TE C H N O LO GY | Project: Milltown Bridge Mitigation Project

iProject No.: J-06-2143 Eure 1

Tested By: KristinA.Sheets =~~~ Checked By: RGS
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ATTERBERG LIMITS (ASTM D-4318)

_’-
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- m e -

60 / /
Dashed line indicates the approximate 3
upper limit boundary for natural soils -
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ML or OL MH or OH I
40 50 60 70 80 90 100 110
LIQUID LIMIT l
SOIL DATA
NATURAL I
SAMPLE DEPTH WATER PLASTIC LiQuID PLASTICITY
TR, | WO NO. CONTENT LMIT LIMIT INDEX WO
(%) (%) (%) (%)
@ SW-1-1 SS-8 17.5-19.0 ft 727 37 76 39 MH
| | SW-1-1 | ST-I 1.8-2.0 ft 81.1 39 89 50 CH
A SW-1-1 | ST-3 6.1-6.2 ft 65.6 39 63 24 MH
& | SW-I-l ST-9 20.2-20.3 ft 61.6 40 78 38 MH
i
o — [ client: c2mmmn o =
S OI L TE C H N O L 0 GY Project: Milltown Bridge Mitigation Project
| ) || Project No.: J-06-2143 =8 - Figure 2
Tested By: Kristin A. Sheets _ Checked By:
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ATTERBERG LIMITS (ASTM D-4318)

60 F , /
Dashed line indicates the approximate '
upper limit boundary for natural soils ~
50— . 2 "
40 —4 ’ - B e
x #1
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[ i
(’) //
5 //
n— ///
™.
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_____ ;}/ 74
/// oM/ / ML or OL MH or OH
: : .
0 10 20 30 40 50 60 70 80 90 100 110
LIQUID LIMIT
SOIL DATA
NATURAL
SAMPLE DEPTH WATER PLASTIC LIQUID PLASTICITY
AR e NO. CONTENT LIMIT LIMIT INDEX wors
s (%) (%) (%) (%)
e SW-1-2 VS-4 14.2 413 25 45 3 20 L
| SW-3-1 ST-3 11.7-12.0 ft 41.9 30 44 } 14 ML
A SW-3-1 ST-5 16.7-17.0 ft | 34.5 32 34 : . ML
1 |
i
|
|
s - Cllent CH2MHvlli - B = g el
SOI L TEC H N 0 LOGY l Project: Milltown Bridge Mitigation Project
| Project No.:  J-06-2143 Figure 3
Tested By: Kiristin A. Sheets - Checked By:




ATTERBERG LIMITS (ASTM D-4318)

60 g 4
Dashed line indicates the approximate 4
upper limit boundary for natural soils v |
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0
0 10 20 30 40 50 60 70 80 90 100 110
LIQUID LIMIT
SOIL DATA
NATURAL
SAMPLE DEPTH WATER PLASTIC LIQUID PLASTICITY
SRR | SDNE NO. CONTENT LIMIT LMIT INDEX s
(%) (%) (%) (%)
® SW-1-3 ST-5 11.0-11.1 65.3 33 70 37 CH
® SW-1-3 VS-3 - 84.9 35 61 26 MH
A SW-2-1B ST-3 9.59.6 ft. 54.8 30 52 22 MH
Client: CH2MHiIl =
SOI L TEC H N 0 LOGY Project: Milltown Bridge Mitigation Project
Project No.: J-06-2143 Figure 4
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ATTERBERG LIMITS (ASTM D-4318)

60 /
Dashed line indicates the approximate
upper limit boundary for natural soils '
50— - .
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40— S Fi : //
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w 7
[a) 5
Z
-
G 30 7 /
= #
[77] e
5 //, A
o Pl
/// .
20— - r e — -
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10 o _71__ SRS | S—
- S——— . % ]
e/ ML oroL MH or OH
0 H v
0 10 20 30 40 50 60 70 80 90 100 110
LIQUID LIMIT
SOIL DATA
| NATURAL
SAMPLE DEPTH | WATER PLASTIC LiQuiD PLASTICITY
SYMROL SONRCE NO. CONTENT LIMIT LIMIT INDEX Uscs
(%) (%) (%) (%)
® EB-2 ST-1 2.1-22 53.2 32 44 12 ML
N EB-2 ST-2 4.0-4.1 ft. 63.6 34 56 22 MH
A EB-2 ST-7 16.7-16.8ft 74.2 36 61 25 MH
* EB-2 ST-8 19.7-19.8ft 44.1 28 48 20 ML
v EB-2 ST-9 21.3-21.4ft 295 | 24 23 0 ML
: |[ client: cH2MHiN - -]
' SO' L T E C H N 0 L O GY | Project: Milltown Bridge Mitigation Project
; Project No.: J-06-2143 Figure 1

Tested By: Kristin A. Sheets

~_ CheckedBy:RGS




Location: SW-2-1B,ST-3 Depth 9.5-9.6 ft.

CONSOLIDATION TEST REPORT

_SOIL TECHNOLOGY, INC.

0.00 T N T - 1 | ‘
-.‘\3.~~ i ? ? |
"\3\ ! 1 ‘.
. | | |
\ 1
400
™
N
| A\
8.00 T
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> =~~~ Wl | b\\
-~;)I'~—. ~~.$~ !
12.00 ——
\\J\
16.00
=
§ \
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= 20.00
@ \
o
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o
a
24.00
\\~~
\
&\\~ \
N \
™~ N\
28.00 R \
\"‘\\ \
[~
32.00
36.00
40.00 53 02 05 K ; ;- 1 7 5 10 20
Applied Pressure - tsf
Natural Dry Dens. Initial Void
LE | Sp. Gr. USCS AASHTO e
Saturation | Moisture (pcf) P Ratio
99.7 % 60.7 % 98.2 52 22 2.6 CH 1.582
MATERIAL DESCRIPTION
Project No. J-06-2143 Client: CH2MHill Remarks:
Project: Milltown Bridge Mitigation Project Soft,wet,Clay

Consol Plot 7
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CONSOLIDATION TEST REPORT
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Applied Pressure - tsf
Natural Dry Dens Initial Void
i it Pl Sp. Gr. USCS AASHTO h
Saturation | Moisture (pcf) A Ratio
100.5 % 723 % 57.3 2.7 1.944
MATERIAL DESCRIPTION
Project No. J-06-2143 Client: CH2MHill Remarks:

Project: Milltown Bridge Mitigation Project

Location: SW-1-1 ST-9 Depth 20.2-20.3 ft.

CONSOLIDATION TEST REPORT

SOIL TECHNOLOGY, INC.

Very soft,wet,grey Clay CH-CL
top of sample contained small sand

lense

Consol Plot




CONSOLIDATION TEST REPORT

- E NN E I . T

Location: EB-2,ST-9 Depth 21.3-21.4 fi.

Project: Milltown Bridge Mitigation Project

-

CONSOLIDATION TEST REPORT

SOIL TECHNOLOGY, INC.
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20751 02 05 K 2 5 2 5 10 20
Applied Pressure - tsf
Natural Dry Dens Initial Void
. LL Pl Sp. Gr. USCS AASHTO .
Saturation | Moisture (pcf) P Ratio
98.9 % 29.5 % 93.0 24 GNP 2.65 ML - 0.791
MATERIAL DESCRIPTION

Project No. J-06-2143 Client: CH2MHill Remarks:

LL=PL Granular non-plastic

Consol Plot 3
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CONSOLIDATION TEST REPORT
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Applied Pressure - tsf
Natural Dry Dens Initial Void
. Ll Pl Sp. Gr. USCS AASHTO :
Saturation | Moisture (pcf) B S0 Ratio
94.1 % 392 % 80.0 48 20 2.65 "ML 1.105
MATERIAL DESCRIPTION
Project No. J-06-2143 Client: CH2MHill Remarks:
Project: Milltown Bridge Mitigation Project
Location: EB-2,ST-8 Depth 19.7-19.8 ft.
CONSOLIDATION TEST REPORT
SOIL TECHNOLOGY, INC. Consol Plot 2




2.75

CONSOLIDATION TEST REPORT

2.62

2.49

2.36

2.23

2.10

Void Ratio

197

/

1.84

1.7

1.58

14557

.02

.05

k|

Applied Pressure - tsf

2

5

Natural

Saturation

Moisture

Dry Dens.
(pcf)

LL

PI

Sp. Gr.

USCS

AASHTO

Initial Void
Ratio

101.9 %

96.8 %

47.0

61

25

2.65

2.516

MATERIAL DESCRIPTION

Project No. J-06-2143

Project: Milltown Bridge Mitigation Project

Location: EB-2,ST-7 Depth 16.7-16.8 ft.

Client: CH2MHill

Remarks:

SOIL TECHNOLOGY, INC.

CONSOLIDATION TEST REPORT

Very soft,wet, grey Silt
During 8 tsf laod ran out of travel,
use results with caution

Consol Plot 1
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CONSOLIDATION TEST REPORT
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= 20.00 i "
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S |
o | |
D- |
24.00 \
28.00
3~~~~~~~ \
Tl \
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| T \
32.00 I Te—
36.00
WS 05 K 2 5 1 2 10 20
Applied Pressure - tsf
Natural Dry Dens Initial Void
i LL Pl Sp. Gr. USCS AASHTO ”
Saturation | Moisture (pcf) P Ratio
98.8 % 63.8 % 59.4 2.65 1.712
MATERIAL DESCRIPTION
Project No. J-06-2143 Client: CH2MHill Remarks:

Project: Militown Bridge Mitigation Project

Location: EB-2,ST-2 Depth 4.0-4.1 ft.

CONSOLIDATION TEST REPORT

SOIL TECHNOLOGY, INC.

Consol Plot 5
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Applied Pressure - tsf
Natural Dry Dens. Initial Void
LL Pl Sp. Gr. USCS AASHTO .
Saturation | Moisture (pcf) P Ratio
973 % 49.4 % 71.0 44 12 2.65 ML - 1.346
MATERIAL DESCRIPTION
Project No. J-06-2143 Client: CH2MHill Remarks:

Project: Milltown Bridge Mitigation Project

Location: EB-2,ST-1 Depth 2.1-2.2 fi.

CONSOLIDATION TEST REPORT

SOIL TECHNOLOGY, INC.

Sample was very soft,wet,tan, SILT
with organic lenses and small roots

Consol Plot 4
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Shear Stress (psf)

Normal Stress vs. Peak Shear Stress
EM-CO08,,4.5-5.0'
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Normal Stress vs. Ultimate Shear Stress
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ADVANCED TERRA TESTING, INC.




Shear Stress (psf)

Normal Stress vs. Peak Shear Stress

EM-C08,,15.0-17.0'
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Normal Stress vs. Ultimate Shear Stress

EM-C08,,15.0-17.0'
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ADVANCED TERRA TESTING, INC.
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Normal Stress vs. Peak Shear Stress
EM-C09,574,5-7"
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Normal Stress vs. Ultimate Shear Stress
EM-CO9,ST4,5-7"
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Normal Stress vs. Peak Shear Stress
EM-C09,BC & 8B,12.5-13.0"
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Normal Stress vs. Peak Shear Stress
EM-CO9,ST #10,15-17"
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O Shear Data - Best Fit Line ®c=115.0 psf Phi = 32.0 degrees

Normal Stress vs. Ultimate Shear Stress
EM-COS,ST #10,15-17"
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|o Shear Data ~ Best Fit Line @ c = 103.0 psf Phi = 31.9 degrees |

ADVANCED TERRA TESTING, INC.
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Normal Stress vs. Peak Shear Stress
EM-C10,A,5-7"
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Normal Stress vs. Ultimate Shear Stress

EM-C10,A,5-7"
1200
1000
800
-
1]
Q’ o0
e S
£ 600 Fa
7] T
a -~
[] =
) -
400 =
ol
200 -
0
0 200 400 600 800 1000 1200
Normal Stress (psf)
[oShear Data - BestFit Line @c=84.5psf Phi = 31.8 degrees |

ADVANCED TERRA TESTING, INC.



Normal Stress vs. Peak Shear Stress

EM-C11,BC#85,12.5-13.0
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Normal Stress vs. Ultimate Shear Stress
EM-C11,BCi#85,12.5-13.0'
5
4
g
a
e ,3
o T
o 5 [0)
w
B 2 -
5 F 4~
o) 2 -
L P
7)) 2
1 » -~
o~
0
0 1 2 3 4 5
Thousands
Normal Stress (psf)
O Shear Data — Best Fit Line ®c=0.0 psf Phi = 33.2 degrees |

ADVANCED TERRA TESTING, INC.




